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KONFORMITATSERKLARUNG
DECLARACION DE CONFORMIDAD

q

Targhetta di identificazione
Identification label

DECLARAGAO DE CONFORMIDADE
VERKLARING VAN OVEREENSTEMMING

Italiano Si dichiara che la macchina, descritta nella targhetta di identificazione, €
conforme alle disposizioni legislative delle Direttive Europee elencate a lato e suc-
cessive modifiche ed integrazioni.

English The machine described in the identification plate conforms to the legisla-
tive directions of the European directives listed at side and further amendments and
integrations

Francais La machine décrite sur la plaquette d’identification est conforme aux
dispositions Iégales des directives européennes énoncées ci-contre et modifications
et intégrations successives

Deutsch Das auf dem Typenschild beschriebene Gerat entspricht den rechts aufge-
fahrten gesetzlichen Européischen Richtlinien, sowie anschlieBenden Anderungen
und Ergénzungen

Espaiol Se declara que la maquina, descrita en la etiqueta de identificacién, cum-
ple con las disposiciones legislativas de las Directrices Europeas listadas al margen
y de sus sucesivas modificaciones e integraciones

Portugués Declara-se que a maquina, descrita na placa de identificacdo esta con-
forme as disposigdes legislativas das Diretrizes Européias elencadas aqui ao lado e
sucessivas modificacdes e integracdes

Nederlands De machine beschreven op het identificatieplaatje is conform de
wetsbepalingen van de Europese Richtlijnen die hiernaast vermeld worden en latere
amendementen en aanvullingen

Italiano Le norme armonizzate o le specifiche tecniche (designazioni) che sono
state applicate in accordo con le regole della buona arte in materia di sicurezza in
vigore nella UE sono:

English The harmonised standards or technical specifications (designations) which
comply with good engineering practice in safety matters in force within the EU have
been applied are:

Francais Les normes harmonisées ou les spécifications techniques (désignations)
qui ont été appliquées conformément aux régles de la bonne pratique en matiere de
sécurité en vigueur dans 'UE sont :

Deutsch Die harmonisierten Standards oder technischen Spezifikationen (Bestim-
mungen), die den Regeln der Kunst hinsichtlich den in der EU geltenden Sicherheits-
normen entsprechen, sind:

Espaiiol Las normas armonizadas o las especificaciones técnicas (designaciones)
que han sido aplicadas de acuerdo con las reglas de la buena practica en materia de
seguridad vigentes en la UE son:

Portugués As normas harmonizadas ou as especificagdes técnicas (designacoes)
que foram aplicadas de acordo com boas regras de engenharia em matéria de seg-
uranga em vigor na UE sé&o:

Nederlands De geharmoniseerde normen of technische specificaties (aanwijzingen)
die toegepast werden volgens de in de EU van kracht zijnde eisen van goed vakman-
schap inzake veiligheid zijn de volgende:

Il fascicolo tecnico € costituito presso:
The technical file is compiled at:
N&W GLOBAL VENDING S.p.A.

Direttive europee
European directives

2006/42/EC
73/23/EC + 93/68/CE

89/336/EC + 92/31/CE +
93/68/CE

90/128/EC

80/590/EEC and 89/109/
EEC

EC 10/2011
2002/96/EC

Sostituita da
Repealed by

2006/95/CE
2004/108/EC

2002/72/CE
EC 1935/2004

Norme armonizzate /
Specifiche tecniche

Harmonised standards
Technical specifica-
tions

EN 60335-1:2002 + A1:2004 + A11:2004 + A12:2006

+ A2:2006+ A13:2008

EN 60335-2-75:2004 + A1:2005 + A11:2006 +

A2:2008 + A12:2010
EN 62233:2008

EN 55014-1:2006 + A1: 2009
EN 55014-2: 1997 + A1:2001 + A2: 2008
EN 61000-3-2: 2006 + A1:2009 + A2: 2009

EN 61000-3-3: 2008
EN 61000-4-2: 2009

EN 61000-4-3: 2006 + A1:2008

EN 61000-4-4: 2004
EN 61000-4-5: 2006
EN 61000-4-6: 2009
EN 61000-4-11: 2004

ANDREA ZOCCHI

C.EO




The declaration of conformity with the European Direc-
tives and Standards provided for by the laws in force

is supplied by the first page of this manual, which is an
integral part of the machine.

the identification plate is in compliance with the

provisions of the European Directives, its sub-
sequent amendments and integrations as well as with
the harmonised standards or technical specifications
(designations) applied in compliance with the safety
rules of good practice enforced in the EU and listed on
the same page.

c € It is declared that the machine described by

FOR USE

The machine can be used by children and by people
having reduced physical, sensorial or mental skills under
the supervision of people responsible for their safety or
specifically trained on the use of the machine. Children
shall be prevented from playing with the machine by the
people in charge of their supervision.

FOR SCRAPPING

The symbol shows that the machine can not

be disposed of as common waste, but it must

be disposed of as it is established by the

2002/96/CE (Waste Electrical and Electronics

Equipments - WEEE) European Directive and
by the national laws arising out of it in order to prevent
any negative consequence for environment and human
health.
The differentiated collection of the machine at the end of
its life is organised and managed by the manufacturer.
For the correct disposal of the machine contact the sales
point where you have purchased the machine or our
after-sales service.
The unlawful disposal of the machine implies the appli-
cation of the administrative sanctions provided for by the
rules in force.

Attention!

If the machine is equipped with a cooling system, the
cooling unit contains HFC-R134a fluoridised greenhouse
effect gas ruled by the Kyoto protocol, the total heating
potential of which is equal to 1300.
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This technical documentation is part and parcel of
the machine and must always follow the machine in
case it is moved or ownership is transferred, so as
to allow consultation by different operators.

Before starting installation and using the machine, it is
first necessary to carefully read and understand the in-
structions contained in this manual, as they offer impor-
tant information on installation safety, operating instruc-
tions and maintenance.

THIS MANUAL IS DIVIDED INTO THREE CHAPTERS.

The first chapter describes the loading and routine
maintenance operations which are carried out in areas of
the machine accessible with simple use of the door key,
without using any other tools.

The second chapter contains the instructions for cor-
rect installation and all information necessary for opti-
mum use of the machine.

The third chapter describes maintenance operations
which involve the use of tools to access potentially dan-
gerous areas.

The operations described in the second and third chap-
ters must be carried out only by personnel who have the
specific knowledge of the machine functioning from a
point of view of electrical safety and health regulations.

IDENTIFICATION OF THE VENDING
MACHINE AND ITS CHARACTERISTICS

Every machine is identified by its own serial number,
indicated on the rating plate attached inside the cabinet
on the right side.

This plate (see fig. 1) is the only one acknowledged by
the manufacturer as the identification of the apparatus,
and carries all the data which readily and safely give
technical information supplied by the manufacturer. It
also assists in the spare parts management.

IN CASE OF FAILURE

In most cases, any technical problems are corrected by
small repair operations; however, before contacting the
manufacturer we recommend that this manual be read
carefully.

Should there be serious failures or malfunctions, contact
the following:

N&W GLOBAL VENDING S.p.A.
Via Roma 24

24030 Valbrembo

Italy - Tel. +39 - 035606111

TRANSPORT AND STORAGE

To prevent any damage, special care should be taken
when loading or unloading the machine.

The machine can be lifted by a motor-driven or manual
forklift truck, and the forks are to be placed underneath
the machine from the side clearly indicated by the sym-
bol on the cardboard package.

Do not:

- overturn the vending machine;

- drag the vending machine with ropes or similar;
- lift the vending machine by its sides;

- lift the vending machine with slings or ropes;

- shake the vending machine.

The machine should be stored in a dry room where the
temperature remains between 0° C and 40 °C.

Avoid stacking machines one on top of the other and
always keep it upright as indicated by the arrows on the
packing.
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USING THE VENDING MACHINE FOR
PACKAGED PRODUCTS

A different sale price can be set for each product selection
by the machine electronic control. The various functions
are programmed through the selection keypad without any
need for additional equipment.

All models are equipped with variable configuration trays,
adding orremoving dividers, spirals and ratiomotors; there-
fore the machine can be easily suited to specific needs.
All trays are preset for the operation of up to 6 selections
(maximum setting).

The selections are equipped with independent motors and
spirals; each selection will continue its operation autono-
mously even if the other selections are disconnected.

POSITIONING THE VENDING MACHINE

The vending machine is not suitable for outdoor installa-
tion. It mustbe positionedin adry room where the tempera-
ture remains between 2°C and 32°C, and not where water
jets are used for cleaning (e.g. in large kitchens, etc.).
The machine should be placed close to a wall.

The ventilation system allows the back panel to be leaned
against the wall, thus saving space, as air is drawn from
under the machine and exhausted through a grille on the
right-hand side. However, the grille must be completely
free without obstructions to the airflow for at least 40 cm.
If this were not possible, the spacer supplied with the
machine must be fitted to ensure the required distance
from the wall (see Fig. 2).

Warning!

Incorrectventilation may compromisetheproperfunc-
tioning of the cooling unit.

The machine should be positioned with a maximum incli-
nation of 2°.

If necessary provide proper levelling by way of the adjust-
able feet included.

WARNING FOR INSTALLATION

The machine installation and the following mainte-
nance operations should be carried out by qualified
personnel only, who are trained in the correct use of
the machine according to the standards in force.

The machine is sold without payment system, therefore
the installer of such a system is responsible for any
damage to the machine orto things and persons caused by
faulty installation.

The integrity of the machine and compliance with the
standards of the relevant systems must be checked at
least once a year by qualified personnel.

Fig. 2

1 - Securing holes
2 - Spacer
3 - Fastening screws

PRECAUTIONS IN USING THE MACHINE

The following precautions will assist in protecting the
environment:

- use bhiodegradable products only to clean the machine;

- adequately dispose of all containers of the products
used for loading and cleaning the machine;

- keep the machine away from heat sources;

- regularly check the condition of the door seal to limit
any heat dispersion;

- limit as much as possible door opening time during
loading operations to avoid temperature increase
inside the cabinet and subsequent power consumption.

WARNING FOR SCRAPPING

Whenever the machine is to be scrapped, the laws in force
regarding environment protection should be strictly ob-
served. More specifically:

- ferrous and plastic materials and the like are to be
disposed of in authorized areas only;

- insulating materials should be recovered by qualified
companies.

- the gas inside the cooling unit, regardless of the type
(see the identification plate), should be recovered by
qualified companies by means of special equipment.

© by NECTA VENDING SOLUTIONS SpA
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TECHNICAL SPECIFICATIONS

Power supply voltage

Power supply frequency
Absorbed power

Max. operating conditions:
Ambient temperature

Relative humidity
Refrigeration system:
Compressor’s refrigeration output
Fan-forced evaporator
Programmable defrosting cycle
DIMENSIONS

Height

Width

Depth

Overall depth with door open
Weight

Fig. 3

230V~
50 Hz
345 W

32°C
65 %

320 W

1700 mm
701 mm
854 mm

1335 mm
190 Kg

PAYMENT SYSTEM

The machineis supplied with all electrical prearrangement
for systems with Executive, BDV and MDB protocol, as
well as for installation of 24 V DC validators.

Beside the coin mechanism housing, suitable space is
provided for the installation (optional) of the most widely
used payment systems.

SALES PRICES

A different programmable price can be set for each single
selection.

COIN BOX

Cover and lock are available as an optional feature.
CONTROLS AND SAFETY DEVICES

- Payment system compartment switch

- Timeout for power supply to dispensing motors
- Compressor overheating protection

- Line fuses

- Fuses on transformer primary and secondary windings

ACCESSORIES

A wide range of accessories can be installed on the
machine, to vary its performance.

The installation kits are supplied with their own installation
and test instructions, which must be strictly observed to
ensure the machine safety.

Installation and the following testing operations must
be carried out exclusively by personnel who have a
specific knowledge of the machine functions from a
point of view of electrical safety and health regula-
tions.

POWER CONSUMPTION

The machine power consumption depends on many fac-
tors, such as temperature and ventilation of the room
where it is installed, temperature of loaded products,
internal temperature of the refrigerated box.

Under average conditions, and namely:

- Ambient temperature: 20°C
- Refrigerated box temperature: 8°C
- temperature of loaded products

(machine completely empty) 20 °C
the following power consumption levels resulted:
- Hourly stand-by power consumption 151 Wh

The above power consumption calculated from average
data should only be taken as an indication.

© by NECTA VENDING SOLUTIONS SpA
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CHANGEABLE COMBINATION LOCK

Some machine models are fitted with a changeable com-
bination lock.

The lock is supplied with a silver colour key to be used for
normal opening and closing.

The lock can be customised by means of a kit, available as
accessory, permitting changing of the lock combination.
This kit includes a change key (black) for the current lock
combination as well as the change (gold) and use (silver)
keys for the new combination.

Sets of change and use keys with other combinations can
be supplied on request.

Additional sets of use keys (silver) may be requested,
indicating the combination stamped on the keys.
Generally, only the use key (silver) is used, while the
combination change keys (gold) can be kept as spares.

Do not use the change key for normal opening, as it
may damage the lock.

o ""\
A
i
E

Fig. 4

To change combination do as follows:
- open the machine door to avoid forcing the rotation;
- lightly lubricate the inside of the lock with a spray;

- insert the current change key (black) and rotate to the
change position (reference notch at 120°);

- remove the current change key and insert the change
key (gold) with the new combination;

- rotate to the close position (0°) and remove the change
key.
The lock will now have the new combination.

The keys with the old combination cannot be used for
the new combination.

© by NECTA VENDING SOLUTIONS SpA
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MAIN SWITCH

When extracting the sliding compartment,a special switch
(see Fig. 5) disconnects the power from the machine
electrical system to allow maintenance and cleaning op-
erations in full safety.

Theonly parts that stay energised arethose protected
by covers and carrying a plate with the warning “dis-
connect the power before removing the cover”.

F

1 - Door opening handle

2 - Trays

3 - Lock

4 - Product passage photocells (optional)
5 - Product dispensing compartment

6 - Main switch

CONFIGURING THE SPIRALS

Accordingto the size of the productsto be dispensed, each
machine can be fitted with a variable number of trays
(maximum 6), product compartments and with dispensing
spirals of different pitch.

Fig. 6 3 4 3 4 3

1-Tray

2 - Mobile walls

3 - Right-hand spiral
4 - Left-hand spiral

The spirals can be housed eitherin 152 mm compartments
(two spirals, right-hand and left-hand, in each product
holder) for large size products, or into 75 mm compart-
ments (one right-hand spiral in each product holder) for
small size products.

When dispensing sticks of candies or similar products, itis
possible

to set the rotation of the spirals to 180° instead of 360° for
the 75 mm compartments and use a special right hand
spiral fitted with a divider (see Fig. 7), doubling the capacity
of the compartments.

It is possible to insert a divider in the already installed
spirals (see Fig. 7).

Fig. 7

1 - 180° rotation spiral
2 - Divider

A - Spiral pitch

B - Maximum product size
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As standard feature or using special kits, the machine can
be equipped with small compartments, suitable for dis-
pensing cans, plastic bottles up to 69 mm dia., 0.2 litre
Tetra-Paks.

The compartments equipped in this way can be recog-
nised by the shape ofthe product support bracket (see Fig.
8).

Some bottle types can be dispensed without using the
supports.

Most bottles can be dispensed without using any special
accessories, loading the bottles up side down, so that the
cap slides in the compartment channel.

P

A
LA
_:‘-_\‘

I
4 l" - el
s

-‘\‘E-_?_'_'-‘;‘.

| =l

A

A
o

w
) ‘(!‘

7

i

Fig. 8

1 - Tray groove
2 - Product support

The spirals can be positioned with 22,5 degree steps by
pulling them towards the front and rotating them in the
direction of ejection.

Normally, the products can be dispensed without any
problems when the spiral end is in the lower centre posi-
tion.

The maximum size (see Fig. 6) and the number of prod-
ucts, the pitch and the direction of rotation of the spirals are
shown in the following table.

A B \e
mm. mm.
PH 6 80 76 6
64 60 7
54 50 8
46 42 10
40 36 11
34 30 13
30 26 15
24 20 19
(™ 24 (180°) 20 19+19

The machine is supplied with a table indicating the opti-
mum setting for the different product types.

The configuration can be changed following the indications
of the relevant chapter.

HYGIENE AND CLEANING

According to current health and safety regulations, the
operator of vending machines is responsible for their
hygiene and cleaning.

The vending machine is not suitable for outdoor installa-
tion. It must be positionedin adry room where the tempera-
ture remains between 2°C and 32°C, and not where water
jets are used for cleaning.

This vending machine should only be used to sell and
dispense packaged productsthatdo not need refrigeration
to be preserved.

Strictly comply to the producer’s specifications regarding
storage method and expiry date for each product.

Any other use is unsuitable and thus potentially dan-
gerous.

It is advisable to use sanitising products (chlorine based
detergent or similar) to clean all surfaces even if not in
direct contact with food.

Under no circumstances should sprayed water be
used.

Some parts of the machine can be damaged by strong
detergents.

The manufacturer declines all responsibility for damage to
persons caused by the non-compliance with current regu-
lations.

At least every six months it is necessary to clean the
ventilation grilles of the cooling system using a vacuum
cleaner or compressed air.

LOADING PRODUCTS

- Remove one tray at a time, lifting it and pulling it past
the retaining slide. The upper trays will tilt downwards
to facilitate loading.

© by NECTA VENDING SOLUTIONS SpA
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- Load all products starting at the front, without inserting
products with a temperature above 30°C, ensuring that
all spaces are filled. The bottom of the product must
rest at the bottom of the compartment with the label
facing the window so that it can be identified.

All products shouldload easily,do notinsert products
which are too large for the space.

Fig. 10

- Push in the trays completely, ensuring that they go
past the retaining slide.

The sealed end of bags may be caught under the spiral,
preventing the free fall of the product.

Fold the seal towards the front of the unit and upwards
before inserting the product in the spiral.

More fragile products must be placed on the lower
trays to prevent damage when they drop.

Very thin products can be dispensed only using the special
spacer.

1 - Product spacer
2 - Brackets
3 - Adjustment notches

Fig. 11

START-UP

Each time the machine is started, the number of trays
connected to the system are checked by the electronic
controls and indicated on the display.

Also the number of actually connected compartments is
checked.

The display will indicate in a sequence information regard-

ing:
- software version

- presence of dispensing detection photocells
- number of trays and compartments
- presence of dispensing compartment lock device

- internal sensor temperature.

NOISE LEVEL

The continuous, weighted equivalent acoustic pressure
level is below 70 dB.

© by NECTA VENDING SOLUTIONS SpA
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The machine installation and the following mainte-
nance operations should be carried out by qualified
personnel only, who are trained in the correct use of
themachineand are aware ofthe specificrisks of such
operations.

The machineis not suitable for outdoor installation, it
must beinstalled inadry room wherethetemperature
remains between 2°C and 32°C.

It cannot be positioned where water jets are used for
cleaning (e.g. in large kitchens, etc.).

The machine should be positioned with a maximum
inclination of 2°.

The relative humidity must not exceed 65%.

UNPACKING THE VENDING MACHINE

After removing the packing, ensure that the machine is
intact.

If the vending machine is found to be damaged, immedi-
ately inform the carrier and do not use the machine.

No packing elements (i.e. plastic bags, polystyrene
foam, nails, etc.) should be left within the reach of
children, as they are potentially dangerous.

Packing materials must be disposed of in authorised
containers and the recyclable ones must be recovered by
qualified companies.

If the vending machine had been laid down during
transport, allow at least one hour before connecting it
to the mains.

INSTALLING THE PAYMENT SYSTEM

The machine is sold without payment system, there-
fore the installer of such a system has sole responsi-
bility for any damage to the machine or to things and
persons caused by incorrect installation.

Install the coin mechanism paying attention, according to
the type used, to:

- choose the most suitable securing holes;

- loosen the fastening screw and adjust the coin slot
chute according to the coin mechanism opening;

- loosen the fastening screws and adjust the selector
opening lever;

- to aid installation the coin mechanism support plate
can be lifted and rotated.

Fig. 12

- Coin chute fastening screw

- Coin chute

- Selector opening cam

- Selector lever fastening screw

- Coin mechanism securing holes

- Coin mechanism compartment door
- Coin mechanism

- Coin slot chute

- Coin return chute
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CONNECTING THE MACHINE
TO THE POWER SUPPLY

The machine is designed to operate under a single-phase
230 V~ voltage and is protected by T6.3 A fuses.

Before making the connection, ensure that the rating
corresponds to that of the power grid, and more specifi-
cally:

- the supply voltage rating must be within the range
recommended for the connection points;

- the main switch should be capable of withstanding the
peak load required, and at the same time ensure
proper omnipolar disconnection from the power grid
with an opening gap of the contacts of at least 3 mm.

The switch, the power outlet and the plug must be
located in an easily accessible position.

The electrical safety of the machine is ensured only when
itis correctly earthed according to the safety standards in
force.

This fundamental safety requirement must be duly
verified, and if in doubt the system must be carefully
tested by qualified technicians.

The power supply cable is of the type with a fixed plug. Any
replacement of the power cable (see figure) should be
made by qualified and suitably trained personnel only
using cables type HO5 RN - F or HO5 V V-F or HO7 RN-
F with a 3x1-1.5 mm? section.

=
]

Fig. 13

1 - Lift cover
2 - Cable clamp
3 - Power supply cable

Do not use adapters, multiple sockets and/or exten-
sions.

THE MANUFACTURER DECLINES ALL RESPONSI-
BILITY FOR ANY DAMAGE CAUSED BY NON-COM-
PLIANCE WITH THE ABOVE MENTIONED PRECAU-
TIONS.

CONTROLS AND INFORMATION

The user controls and information are located on the
outside of the sliding compartment (see Fig. 14).

The credit and all function messages are indicated on the
display.
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Fig. 14

1 - Door opening handle

- Advertising spaces

- Prearrangement for bill accepter
- Display

- Prearrangement for key type payment systems
- Coin slot/return.

- Lock

- Selection keypad

- Glass front

10 - Coin return flap

11 - Product flap

©CoOo~NOOh~WN

The keypad contains a series of numbered keys. To select
aproduct, keyinthe double digit number corresponding to
the desired product.

Key © is used to cancel a selection already made.

Keys ® and @ are not available to the user; they are used
only for programming.
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INTERNAL COMPONENTS

The evaporator assembly mounted on the cabinet shelf
comprises two fans, the evaporator, the air duct and a
water retaining tray placed under the evaporator.

The C.P.U.board (central processing unit) fitted inside the
payment system compartment controls the different func-
tions of the vending machine.

Fig. 15

1 - Product dispensing compartment housing
- Cooling unit condenser

- Cooling unit evaporator

- Cold air flow grilles

- Removable grille cover

- Tray guides

- Removable payment system compartment
- C.P.U. board

9 - Coin mechanism support

10 - Product passage photocells

11 - Power supply unit

12 - Payment system compartment door switch

O~NO O WN

The cooling unitis located in the lower part of the cabinet.
When removing the cover of the last ventilation grille (see
Fig. 15) the air circulation ensures a uniform temperature
inside the refrigerated box, between 9° and 12° C.
When covering the ventilation grille, the temperature
inside the refrigerated box is differentiated between the
upperthreetrays (12°-16°C) and the lower three trays (8°-
10°C).

The cooling unitis defrosted automatically every 6 hours.
In any case, the timing is programmable.

The power supply unit, mounted in the lower section of the
cabinet, contains the relay card which activates the com-
pressor, the protection fuses and the switch on the pay-
ment system door.

MAIN SWITCH

The power supply unit (see Fig. 28) is fitted with a
microswitch that, when opening the sliding compartment,
disconnects the power from the machine electrical sys-
tem,

except from the terminal board supporting the line
cable, the line fuses and from the same switch area.

Beforeremovingthecoverfromtheseparts (indicated
with a specific plate) itis necessary to disconnect the
external switch.

The power supply can be reconnected, if necessary, by
inserting the special key supplied with the machine.

All operations which require the machine to be ener-
gised with the door open must be carried out by
qualified personnelwho areaware of the specific risks
of such condition.

DISPENSING COMPARTMENT MANUAL
RELEASE

Some models are fitted with a lock device in the dispens-
ing compartment that is released through electric control
when a selection is made (see compartment lock param-
eters).

Should for any reason be necessary to open the compart-
ment without electric power, do as follows:

- remove the last tray;
- remove the anti-theft grille;

- manually operate the lock device.
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OPERATING MODES

The machine control software has three different function
levels, which are:

- normal operation;
- filler menu;

- technician menu.

According to the operating mode, the display and keypad
functions change as described in the following para-
graphs.

USER INTERFACE

The interaction between system and operator happens
through the following components:

- Liquid Crystal Display (LCD), 2 lines x 16 characters.
- External keypad configured via software with numeric

keys from 0 to 9, having with the following functions in
the in the filler and technician menus:

RVIRE)
4 (5 ®
7 (89
0r ErCr

Fig.16

Numeric keys

1to 7 are used to select directly a menu item by keying in
the corresponding number shown in the summary tables
included in the appendix to this manual.

Next menu key @:

W is used to move to the next menu option.

In the case of command management it varies the status
of Logical Data where required, or in the case of Numeric
Data it writes the value O.

Previous menu key @)

“¢" is used to move to the next menu option.

In the case of command management it varies the status
of Logical Data where required, or in the case of Numeric
Data it writes the value 8.

Enter key @:

‘" is used to move from a menu to a sub-menu or to enter
a command.

Exit key ©:

&' is used to move from a sub-menu to the higher level
menu, or to exit from the current command.

NORMAL OPERATING MODE

The machine is preset to “Normal operation” mode when
connected to the power supply and the payment system
door is closed (see door switch - Fig. 24).

The lighting is switched on and the messages for the
customer are indicated on the display.

FILLER MENU

The machine is preset to “Filler menu” when pressing the
menu access button (located on the CPU board- see Fig.
17).

The keys “q” and “&” scroll through the menu items, which
include:

“Statistics” Data reading and display

“Single Prices” Changing the price for one

selection

Manual refill and release of
change tubes

“Tubes control”

Virtual selections

Return of virtual price
Two-motor selections
Photocell parameters

“Special selections”

“Test” Test selection

Motor test

Autotest
“GSM” Resetting pre-alarm counters
“EVADTS” Connection

Ifamenuis not enabled during programming, atitleis
displayed in the list but it cannot be accessed.

Price button @

Key @ is used to access directly the price/selection
combination oftime band 0, ifthe functionis enabled inthe
“Programming” menu.
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STATISTICS

Data on the machine operations is stored in both general
counters and relative counters, which can be reset without
losing total data.

PRINT

Connect an RS232 serial printer having a Baud rate of
9600, 8 data bhit, no parity, 1 stop bit to the serial port
located on the push button board to print all of the statis-
tics, and namely:

Total

1 - counter by single selection;

2 - counter by time bands;

3 - failure counter;

4 - coin mechanism data;

5 - photocell errors;

6 - motor errors;

7 - dispensing compartment lock errors

Relative

1 - counter by single selection;

2 - counter by time bands;

3 - failure counter;

4 - coin mechanism data;

5 - photocell errors;

6 - motor errors;

7 - dispensing compartment lock errors
The hardcopy printout will also contain the machine infor-
mation, and namely:

- date/time of print

- machine name

- software version

- operator code

- machine code

- Installation date.

To connect the printer, do as follows:

- press the confirm print button “”, displaying the
message “Confirm?”;

- connect the printer before confirming;

- press the confirm button “g” to start printing.

DISPLAY

When pressing the confirm button “i” the data described
in the paragraph “Printing the statistics” is sequentially
displayed.

RESETTING THE RELATIVE STATISTICS

Statistics can be reset for relative counters globally (all
types of data) or selectively for:

- selections

- failures

- coin mechanism data

- photocell errors

- motor errors

- dispensing compartment lock errors

Pressthe confirm button “i”, and the message “Confirm?”
starts blinking.

Press the confirm button “w”, the message “Working” is
displayed for a few seconds and all statistics are reset.

PRICES FOR SINGLE SELECTIONS

This function is used to change the sales price for each
selection according to the time band.

Key @ is used to access directly the price/selection
combination oftime band 0, if the functionis enabledinthe
“Programming” menu.

CHANGE TUBES CONTROL

By accessingthe “Tube control” function the change tubes
can be filled or released manually.

Confirm refilling, and the display will indicate

“Credit: ——" which is the value of money available in
change the tubes; insert the desired coin into the selector
and the display will indicate the value of money available
in the change tubes.

When confirming releasing, it will be possible to decide
which tube to release. Each time the confirm button “i” is
pressed, a coin is ejected from the active tube.

SPECIAL SELECTIONS

VIRTUAL SELECTIONS

This function is used to define a pair of selections that can
be sold at a price different from the sum of the two
selections, using a single selection number. 10 virtual
selections can be programmed (70 to 79).

RETURN OF VIRTUAL PRICE

Thisfunctionis usedto define, inthe event of failed second
dispensingin avirtual selection, notto cash the price ofthe
second selection (only if an MDB payment system or
validator are used). With other payment systems, itcan be
decided whether or not return the entire amount.

SELECTIONS WITH TWO MOTORS

In order to dispense long products, dividers can be fitted
so that two motors are used for each single selection.
With this function the operation of two motors can be
combined, specifying the selection number of the second
motor.

The first motor number will be the selection number, while
the selection number of the associated motor will remain
disabled.

Important notice!
After a failure to the motors of these selections, the

machine configuration procedureinthe“ Spiral/Selec-
tion” menu must be followed.
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DISPENSING DETECTION

The vending machine can be fitted (as standard feature or
as optional according to the model) with a device that, by
means of photocells, detects the passage of dispensed
products.

This device permits, in the event of failed detection of the
dispensed product:

- set a rotation time for the spiral beyond the limit switch,
to overcome any jamming;

- return or not the paid amount;

- block further selections for the involved spiral.

TEST

SELECTIONS

This function is used to simulate the normal dispensing of
products without inserting any money to check the func-
tioning of the spiral rotation by pressing the selection
buttons.

MOTOR TEST

It activates all motors in a sequence, indicating on the
display the number of the involved selection.

AUTOTEST

A function to check, in a semiautomatic manner, the
correct operation of some devices is implemented in the
software.

Some checks occur automatically, others need the manual
operation of the monitored component; button ‘" is
pressed to go to the next check.

The monitored devices are:

“Keypad”

Press the button requested on the display; if it works
correctly the request for the next button is presented.

“Temperature”

The value of temperature detected by the probe is dis-
played.

In the event of disconnection the value -11.0 is displayed.
In the event of a short-circuit the value 41.0 is displayed.

“g" to advance.

“Buzzer”

A series of sounds is emitted.

“Compressor”

The compressor is activated/disactivated using the
and “g@" buttons.

“Selections”

All selections are activated in a sequence.
“Coin mechanisms”

Checking that communication with the coin mechanism
takes place correctly and which validator lines are aet as
being active.

“Photocells”

If the product detection device is present, the light beam
reading and interruption are checked.

“Disp compt lock”

If the device for locking the dispensing compartment

opening, use the “g"and “g@" buttons to lock and unlock the

compartment opening.

GSM PRE-ALARMS

B

The control software can send, via GSM modem, a signal
indicating an “ending product” signal, when there is only a
certain (programmable) number of pieces or grams of
powder of a given product left. With this function the
counters that control the pre-alarms aree reset.

EVADTS TRANSFER

When activating this function, the machine awaits the
connection with a device to acquire the EVADTS statis-
tics.
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TECHNICIAN MENU

Statistics

Using the programming procedures described in this
section, it is possible to set all variables regarding ma-

chine configuration.

The machine is preset to “Technician menu” when press-
ing the button from the filler menu.

N.B. By pressing again the button from the technician
menu, the machine will return to “Filler” mode.

The keys “q” and " scroll through the technician menu

items, which include:

Failures

Prog. parameters Cash

Spirals/sel.

Cold param.

Display

Read Failures
Reset failures
Motor errors
Motors status
Reset motor errors

Prices

Coin mechanisms
Decimal point
Master/Slave
Bonus

Test

Miscellaneous
Spirals
Photocells
Disp compt lock

Temperature
Defrosting
Cooling unit

Language

User messages
Promotional message
Personalised strings
Display counters
Contrast control

GSM

Miscellaneous Password

Energy saving
Menu masking

Display partial
Total

Delete Partial
Total

Display relative partial
Total

Delete relative partial
Total

Display at start-up

Print relative partial
Total

Patrtial
Total

Delete

Complete selections

Motor test

Autotest

Machine info Installation date
Machine code
Operator code

Initialising

EVADTS Pass code
Security code
Connection

Pin code

Pre-alarms  Thresholds
Counters

Threshold association

Bank Number

© by NECTA VENDING SOLUTIONS SpA

15

0306 180-02



PRESENT FAILURES

READING

Whenthe “Failure” functionis displayed, press the confirm
button “s” to display the present failures.

If no failures are currently present, after pressing the

confirm button “i” the message “End failures” will be
displayed.

The monitored failures are:

Compressor

The machineislocked ifthe compressor runs non-stop for
more than 24 hours.

Coin mechanism

The machine is locked if it receives a pulse longer than 2
seconds on a validator line or the communication with the
serial coin mechanism does not take place for more than
30 seconds (Executive protocol) or 75 seconds (BDV
protocol).

RAM Data

One or more areas of the RAM contain wrong data which
was corrected with the default values.

The machine will continue to function, but it would be
advisable to initialise as soon as possible.

Probe

The machine is locked after 5 minutes if the internal
temperature sensor is disconnected; the display will indi-
cate a temperature of -11° C.

The machine is locked after one hour if a sensor short
circuit is detected; in this case the display will indicate a
temperature of +41° C.

Motor errors

With this function the failed motors are displayed for
approximately 1 second.
Scrolling through all failed motors is automatic.

Dispensing compartment lock

When the function “unlock compartment with dispensing”
and the parameter “out of service if open” are active, the
machine will lock if the locking device of the dispensing
compartment remains blocked when closed or it does not
close within the programmed time.

Motors status

This function is used to read the last failure that occurred
in each spiral, even if the machine configuration has an
empty position.

A motor can be in una of the following conditions:

- motor functioning;

- motor not present; when the motor is not detected at
machine start-up.

- motor disconnected; when a motor detected at ma-
chine start-up is not detected during a selection.

- motor blocked; when the positioning button is not
operated within the “timeout”.

- empty spiral; when, with the dispensing control in-
stalled, no dispensed product is detected.
Note:

By restarting the machine any motors with errors are
detected as not present.

RESET
By confirming this function all current failures will be reset.
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PROGRAMMING PARAMETERS

CASH

This set of functions controls all parameters regarding the
payment systems and the sales prices.

SELECTION PRICES

Four different prices can be set for each selection accord-
ing to the programmed time bands for when the time table
option is set.

For each of the 4 time bands prices (0 to 65,535) can be
programmed globally (same price for all selections) or for
the single selections.

Should the majority of products be sold at the same price,
it will be convenient to set the price globally and then
change the figure of the selections with different prices.
TIME BANDS

Four programmable time bands are provided for selling
products at different prices.

Thetime periods are programmable for beginningand end
time by hours (00 to 23) and minutes (00 to 59).

If the values for start and end of the time band are set to
00.00 the time period is disabled.

The reference time is kept by an internal clock, program-
mable as:

day/month/year week-day 1-7

and then

hour/minutes/seconds.

COIN MECHANISMS

It is possible to decide which of the payment system
protocols available are to be enabled for the functions.
The available payment systems are:

- Executive
- Validators
- BDV

- MDB

By selecting one of the systems it is possible to control its
functions.

EXECUTIVE

The following payments systems are available for the
Executive system:

- Standard

- Price Holding
- Coges

- U-Key
VALIDATORS

When the “Validat. Lines” (line setting) function of the
“technician” menuis displayed, the value of the 6 validator
coin lines, A to F, can be changed.

BDV

The BDV protocol menus are used for defining the follow-
ing functions:

Type of vending

Setting the operating mode for multiple or single dispens-
ing. With multiple dispensing, the change is not automati-
cally returned after a successful selection, however the
credit is available for further selections. When pressing
the coin return button, the available credit is returned if its
value is lower than the maximum change value.

Change control

This function enables/disables the return of credit if no
selections are made.

If enabled, this function allows the return of coins even if
the first selection was not dispensed.

If however a selection fails for any reason, the change will
be returned if requested.

Maximum credit

This function is used to define the maximum accepted
credit.

Maximum change

It is possible to set a limit to the total amount of change
returned by the coin mechanism when pressing the coin
return button or after a single dispensing serving.

Any credit exceeding the amount programmed with this
function will be cashed.

Accepted coins

Itis possible to define which, among the coins recognised
by the validator, are to be accepted.

Checkthe label on the coin mechanism for the correct coin
to value matching, indicating the position of the coins.

Not accepted coins

This function programs the rejection of coins when in
“exact amount” mode.

Checkthe label on the coin mechanism for the correct coin
to value matching, indicating the position of the coins.

Dispensing buttons

This function enables or not the buttons on the coin
mechanism used torelease the coins inthe change return
tubes.

Value of “exact amount”

This value defines the combination of empty coin tubes,
setting the coin mechanism in “exact amount” mode. The
possible combinations of empty coin tubes are indicated
below.

For greater simplicity, the combination is described with
reference to tubes A, B and C, where tube A receives the
lower value coins and tube C the greater value coins.
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Aor (BandC)
AandBandC
A and B only
A and (B or C)
A only

A or Bonly (default)
AorBorC

A or B only

A or C only

B and C only
B only

B or C only

C only
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10
11
12

C.P.C.device

It dialogues with the coin mechanism if devices are in-
stalled or removed from the serial interface (C.P.C.-type
devices - the monitoring unitis always enabled by default).

Minimum level of tubes

It brings forward the “Insert exact amount” message for
the user, by adding a number of coins between 0 and 15
tothe programmed number of coins, to setthe “full change
tubes” status.

Free Vend VMC

Most payment systems with the BDV protocol control the
free vend function.

However, there are some payment systems without such
function.

In this case, if free selections are to be dispensed, free
vending must be enabled with VMC (vending machine
control, enabled by default) and the price of the selections
must be set to zero.

MDB

The MDB protocol menus are used for defining the follow-
ing functions:

Type of vending

Setting the operating mode for multiple or single dispens-
ing. With multiple dispensing, the change is not automati-
cally returned after a successful selection, however the
credit is available for further selections. When pressing
the coin return button (if the function is enabled), the
available credit is returned up to the maximum change
value.

Change control

To enable/disable the operation of the coin return button.
Maximum credit

This function is used to define the maximum accepted
credit.

Maximum change

It is possible to set a limit to the total amount of change
returned by the coin mechanism when pressing the coin
return button or after a single dispensing serving.

Any credit exceeding the amount programmed with this
function will be cashed.

Accepted coins

Itis possible to define which, among the coins recognised
by the validator, are to be accepted when the change
tubes are full.

Check the coin mechanism configuration for the correct
coin to value matching.

Returned coins

Itis possible to define which, among the coins available in
the tubes, are to be used for returning the change. This
parameter is active only with coin mechanisms that do not
automatically control the choice of tube to be used (Auto
changer payout).

Check the coin mechanism configuration for the correct
coin to value matching.

Accepted bills

It is possible to define which, among the bills recognised
by the reader, are to be accepted.

Check the reader configuration for the correct bill to value
matching.

Minimum level of tubes

This function is used for setting the number of coins (0 to
15) to determine the status of full change tubes and the
“Insert exact amount” message for the user.

Accepted coins with “exact amount”

Itis possible to define which, among the coins recognised
by the validator, are to be accepted when the machine is
in the “exact amount” condition.

Check the coin mechanism configuration for the correct
coin to value matching.

COMMON FUNCTIONS

Othermenus are available, commonto the three protocols,
used for defining the following functions:

IMMEDIATE CHANGE

Normally, the amount of credit inserted for a selection is
cashed after the machine sends the message “Selection
successful”.

When this function is enabled, disabled by default, the
cash message is sent at the beginning of dispensing.

DECIMAL POINT

Press the confirm button “m” to display the position of the
decimal point, i.e.:

0 decimal point disabled
1 XXX X
2 XX XX
3 XXXX

Press the confirm button “g", these values will start
blinking and can then be modified as necessary.

© by NECTA VENDING SOLUTIONS SpA

0306 180-02



MASTER/SLAVE

The machine control system is pre-arranged for the con-
nection in a bank of vending machines using special kits.
This permits the use of a single payment system for more
machines.

In the event of installation in a bank of machines, it can be
configured a “Master”, i.e. having control over the second
machine, or as “Slave”, i.e. leaving the control to the other
machine.

Although the machine can be used in either the master or
slave functions, it is advisable to use the Snakky as
master, thus taking advantage of the central push-button
panel and the easier opening of the doors.

The master/slave function is not enabled by default.

To enable the function, it must be defined which machine
is master and which one is slave in the software of both the
Snakky and the Kikko.

If an Executive payment system in “Price Holding” mode
is set in the master machine, the information must be set
also in the software of the slave machine.

The payment system of the slave machine mustalways be
defined as “validator”.

Inthe event of failed electrical connection, both machines
will display the message “failed communication”.

COMBINED SELECTIONS

Acombined selectionisintended as the association of two
selections, one from the Snakky and one from the Kikko,
to the same number (80 to 89) sold at a single price.
Since anumeric keypad is required for setting and control-
ling the combined selections, the relevant menu is in-
cluded only in the software of the Snakky permitting the
combination of a selection from the keypad (10 to 79) with
a direct selection.

Combined selections can be used either with the Snakky
as master and Kikko as slave (recommended configura-
tion) or vice versa. If one of the two selections is not
available, the combined selection is not dispensed. If the
immediate change option is not activated on the master
machine, and the first selection fails, the whole amount is
returned. If the second selection fails, it will be possible to
decide whether to keep or return the entire amount by
activating/deactivating the “Virtual change return” option.

RESET SLAVE

This function, which can be used only with the Snakky SL,
resets the machine programming to a non-configured
status.

This function is necessary only when the setting for the
Snakky SL is to be changed.

MONITOR

This function is used for scrolling through all the informa-
tion regarding a Snakky SL being connected.

When switching on the slave with the display showing this
function, the display will indicate in a sequence all informa-
tion on the slave regarding:

- software version

- type of slave (XX, 0XX, 9XX)

- presence of dispensing detection photocells

- number of trays and compartments

- presence of dispensing compartment lock device

- internal sensor temperature.

To exit the function it will be necessary to switch the
master machine off.

FREE VEND BONUS

This function, compatibly with the national laws, permits
the dispensing of a free product every certain programma-
ble number of sold selections. In any case the free
selection is random within the programmed number. The
machine emits an intermittent sound signal and the dis-
play indicates the message “FREE selection”.

SPIRALS/SELECTIONS

This set of functions is used to define the selection control
parameters.

MACHINE CONFIGURATION

This function is used to detect and store the number and
position of the trays and of the selection motors.

VIRTUAL SELECTIONS

This function is used to define a pair of selections that can
be sold at a price different from the sum of the two
selections, using a single selection number. 10 virtual
selections can be programmed (70 to 79).

RETURN OF VIRTUAL PRICE

Thisfunctionis usedto define, inthe event of failed second
dispensingin avirtual selection, notto cash the price ofthe
second selection (only if an MDB payment system or
validator are used). With other payment systems, itcan be
decided whether or not return the entire amount.
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SELECTIONS WITH TWO MOTORS

In order to dispense long products, dividers can be fitted
so that two motors are used for each single selection.
With this function the operation of two motors can be
combined, specifying the selection number of the second
motor.

The first motor number will be the selection number, while
the selection number of the associated motor will remain
disabled.

Important notice!

After a failure to the motors of these selections, the
machine configuration procedureinthe” Spiral/Selec-
tion” menu must be followed.

PRODUCT CODE

This function is used for assigning a 4-digit identification
code to each selection for processing the statistics.

DIRECT SELECTIONS

The vending machine can be fitted (as standard feature or
asoptional according to the model) with a 5-button keypad
to which allocate a group of selection.

After enabling the direct selection function, it will be
possible to allocate a group of selections to each key by
specifying the start and end numbers of the series.

The selections, aslong asinasequence, can be also from
different trays. The products are dispensed alternating
from each of the spirals that are groupped in a direct
selection.

All selections belonging to the same group must have the
same price.

For correct safety management of the selections it is
advisable that also a dispensing detection device be
installed in the machine.

PHOTOCELL PARAMETERS

The vending machine can be fitted (as standard feature or
as optional according to the model) with a device that, by
means of photocells, detects the passage of dispensed
products.

When this device is installed, the following can be moni-
tored:

- Error before dispensing; when at the selection start the
photocell beam is not read.

- Error after dispensing; when the motor fails during
dispensing.

- Error for no product; when the device does not detect
the passage of a product during dispensing.

In these cases the machine can be programmed to:

- set a rotation time for each spiral for settling beyond
the normal rotation;

- return or not the paid amount;

- block further selections for the involved spiral.

DISPENSING COMPARTMENT LOCK PARAMETERS

The dispensing compartment can be fitted (as standard
feature or as optional according to the model) with a lock
device.

This function is used for deciding whether leaving the
dispensing compartment “always free” or “unlock it with
dispensing”.

In “unlock with dispensing” mode the dispensing
compartmen hatch is unlocked only for a certain period of
time, programmable at between 1 and 10 minutes, after
each product selection. In this case itis possible to enable
the function that places the vending machine out of
service for a certain period of time, programmable at
between 1 and 10 minutes, if the dispensing compartmen
hatch stays open.

The machine is placed out of service if the lock device is
always closed during dispensing.

REFRIGERATION PARAMETERS

The operation of the refrigeration system can be pro-
grammed for the following functions.

TEMPERATURE

The machine internal temperature during normal opera-
tion can be set directly in °C (8° to 20°C, 8°C by default).
The temperature differential deviation defined with the
previous function for starting/stopping the cooling unit is
2°C.

DEFROSTING

This function allows for a defrosting cycle (switching the
cooling unit off, regardless of the temperature) of 20
minutes. The time interval between cycles can be pro-
grammed from 0to 99 hours (setto 6 hours by default); the
time interval will be determined according to the relative
humidity and the frequency of door openings.

With the timing set to 0 the function is disabled.

ENABLE COLD UNIT

The cooling unit operation can be disabled. The change
will apply when restarting the machine.
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DISPLAY

This set of functions is used to manage the messages
indicated on the external display.

LANGUAGE

There is an option of language, selected among the
available ones, to be used for the messages on the
display.

DISPLAYING MESSAGES FOR THE USER

It is possible to choose the kind of information to be
indicated on the display during normal operation.
The following information can be displayed:

- Internal temperature
- Time

It is possible to choose the language for the displayed
messages.

PROMOTIONAL MESSAGE

Enable

When in this menu, press the confirm button “g” to display
the status of the message (enabled or disabled). The
status can then be changed using the “q” and “g,” buttons.

Setting

The 2-line message can be written using the “q" and “g,”
buttons to scroll through the available characters.

Press the confirm button “i”, the first character will start
blinking and can be modified.

The message is stored by pressing button
CUSTOMISING THE MESSAGES

The machine uses standard messagesto give information
to the user during normal operation (e.g. “Ready”, “Take”
etc.). When this function is enabled, the message can be
changed in the same manner as setting the promotional
message. Changes are stored as copies of the standard
messages.

Therefore, if this function is disabled, the standard mes-
sages will be displayed again, but the changed messages
are still stored.

DISPLAY THE SELECTION COUNTERS
This function is used to enable/disable the display of the

total number of sales since the last statistic reset, during
the start-up phase of the machine.

LCD CONTRAST CONTROL

This function is used for adjusting the display contrast
from 5% to 99% (default).

&

MISCELLANEQOUS

This set of functions contains some sub-menus, used less
frequently, which permit control of the functions described
below.

PASSWORD

ENABLING THE PASSWORD

This function is used to enable the option of requesting the
password to access the technician menu; the password
request is disabled by default.

ENTERING THE PASSWORD

Itis a 5-digit numeric code which is required to access the
technician menu.
The default value of this code is set to 00000.

ENERGY SAVING

This function, disabled by default, is used to suspend
vending in certain hours.
2 switch-of time bands can be programmed.

DISPLAYING THE FILLER MENU

This function is used to determine the filler menu options
to be left active or to be disabled (ON/OFF):

- Statistics

- Single selection prices
- Change tubes control
- Special selections

- Test

- GSM connection

- EVADTS

The reference numbers of the menus do not change even
if some are disabled.

EXTERNAL LIGHTING

Setting whether or notthe lighting lamps are to be switched
on when the machine is out of service or during the
“Energy saving” time band
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STATISTICS

Data on the machine operations is stored in both general
counters and relative counters, which can be reset without
losing total data.

PRINTING

Connect an RS232 serial printer having a Baud rate of
9600, 8 data bit, no parity, 1 stop bit to the serial port
located on the push button board to print all of the statis-
tics, and namely:

Total

1 - counter by single selection;
2 - counter by time bands;

3 - failure counter;

4 - coin mechanism data;

5 - photocell errors;

6 - motor errors;

Relative

1 - counter by single selection;

2 - counter by time bands;

3 - failure counter;

4 - coin mechanism data;

5 - photocell errors;

6 - motor errors;

The hardcopy printout will also contain the machine infor-
mation, and namely:

- date/time of print

- machine name

- software version

- operator code

- machine code

- Installation date.

To connect the printer, do as follows:

- press the confirm print button “g”, displaying the
message “Confirm?”;

- connect the printer before confirming;
- press the confirm button “s” to start printing.

DISPLAY

When pressing the confirm button “i” the data described
in the paragraph “Printing the statistics” is sequentially
displayed.

RESETTING THE STATISTICS

Statistics can be reset for counters globally (all types of
data) or selectively for:

Total

- selections

- failures

- coin mechanism data
- photocell errors;

- motor errors;

Relative

- selections

- failures

- coin mechanism data
- photocell errors;

- motor errors;

Pressthe confirm button “i”, and the message “Confirm?”
starts blinking.

Press the confirm button “i”, the message “Working” is
displayed for a few seconds and all statistics are reset.
N.B.: when resetting the total statistics also the relative
statistics are reset.

BDV protocol Audit

The information regarding the coin mechanism indicates
the actual currency of:

Aud. 1 Money in the tubes
Money present in the change tube that moment

Aud. 2 Money to the tubes
Money sent to the change tubes

Aud. 3 Money to the box
Money sent to the coin box

Aud. 4 Return of change
Total money returned

Aud. 5 Dispensed money
Total money dispensed manually

Aud. 6 Excess
Excess money. Extra amounts paid by the customer that
were not returned (in the event there was no money
available for return)

Aud. 7 Total sales
Total value of sales

Aud. 8 Exact change
Value of sales in the “no change” condition.

Aud. 9 Mixed dispensing
Total value of dispensing paid differently; forexample also
other types of payment (C.P.C., token).

Aud. 10 Manual loading
Money inserted in the coin mechanism through the manual
filling function.
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MDB protocol Audit

Aud. 1 Money in the tubes
Money present in the change tubes that moment

Aud. 2 Money to the tubes
Money sent to the change tubes

Aud. 3 Money to the box
Money sent to the coin box

Aud. 4 Change return
Total money returned

Aud. 5 Excess
Excess money. Extra amounts paid by the customer that
were not returned (in the event there was no money
available for return)

Aud. 6 Release tubes
Value of coins dispensed with the “Tubes control” function

Aud. 7 Loading tubes
Value of money cashed with the manual loading function

Aud. 8 Cash sales
Value of total sales with cash money (coins + bills)

Aud. 9 Cashed bills
Value of cashed bills

Aud. 10 Charge key
Value of money changed into the key

Aud. 11 Sales with key
Value of money cashed for dispensing with key

Aud. 12 Money dispensed manually
Value of coins dispensed manually with the dispensing
buttons on the coin mechanism.

TEST

SELECTIONS

This function is used to simulate the normal dispensing of
products without inserting any money.
Check the functioning of the motor rotation by pressing the
selection buttons.

MOTOR TEST
It activates all motors in a sequence.
AUTOTEST

A function to check, in a semiautomatic manner, the
correct operation of some devices is implemented in the
software.

Some checks occur automatically, others need the manual
operation of the monitored component; button “” is
pressed to go to the next check.

The monitored devices are:

“ Keypadn

Press the button requested on the display; if it works
correctly the request for the next button is presented.
“Temperature”

The value of temperature detected by the probe is dis-
played.

Inthe event of disconnection the value -11.0 is displayed.
In the event of a short-circuit the value 41.0 is displayed.
“g’ to advance.

“Buzzer”

A series of sounds is emitted.

“Compressor”

The compressor is activated/disactivated using the
and “g@” buttons.

“Selections”

All selections are activated in a sequence.
“Coin mechanisms”

Checking that communication with the coin mechanism
takes place correctly and which validator lines are aet as
being active.

“Photocells”

If the product detection device is present, the light beam
reading and interruption are checked.

“Disp compt lock”

If the device for locking the dispensing compartment

opening, use the “g"and “g@” buttons to lock and unlock the
compartment opening.

B
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MACHINE INFORMATION

The machine can memorize a series of codes which will
identify it when retrieving statistics.
More specifically the following can be stored:

- 6-digit operator code;

- 8-digit vending machine code which identifies the
machine.

INSTALLATION DATE

This function is used to store the current date of system,
if set correctly, as installation date.
The date is printed when retrieving the statistics.

MACHINE CODE

When the “Machine code” function is displayed the eight-
digitnumeric code identifying the machine can be changed
(from the default 0).

OPERATOR CODE

When the “Operator code” function is displayed the six-
digit numeric code identifying groups of machines can be
changed (from the default 0).

INITIALISING

When the “Initialise” function is displayed the vending
machine can be initialised, selecting the “country” (in-
tended as configuration type) and the language, restoring
all related default data.

This function should be used inthe event of amemory data
error or when the software version is replaced/updated.

All statistic information will be reset.

Press confirm button “g”; the country and the language to
be used are requested, then the message “Confirm?” is
displayed. Press confirm button “g" a second time and the
message “Working” is displayed for a few seconds.

EVADTS CODES

The EVADTS (European Vending Association Data Trans-
fer System) communication protocol has two codes for
identifying the machine and for recognising the data
transfer terminal:

PASS CODE

Itis afour-digit alphanumeric code (0-9; A-F) that must be
the same as the one in the data transfer terminal to allow
its identification.

Press the confirm button “i” and the code is displayed as
“0000” regardless of the actual value; then press the
correction button “g” and the first digit will start blinking.
Using the scrolling buttons, its value can be changed
(during the change operation the value becomes visible).
Press the confirm button “g” and the next digit starts
blinking.

Press the confirm button “g” after changing the fourth
digit; the value is stored and the display indicates “0000”
again.

SECURITY CODE

Itis a further alphanumeric code for reciprocal recognition
between machine and EVADTS terminal.

Programming works as in the “Pass” code.

Connection

This function places the machine in wait mode for connec-
tion to retrieve data.

EVADTS CONNECTION

When activating this function, the machine awaits the
connection with a device to acquire the EVADTS statis-
tics.

GSM

The control software can send, via GSM modem, a signal
indicating a machine failure or an “ending product” “pre-
alarm”, after dispensing a programmable number of se-
lections.

The machine is pre-set to handle 7 pre-alarms.

The first five can be associated to spirals and the last 2 to
trays.

PIN CODE

This function is used for programming the identification
code that will be sent to the GSM modem (optional) when
switching the machine on.

SETTING THE THRESHOLDS

This function is used for defining the number of pieces
after which a “ending product” pre-alarm is signalled via
modem.

RESET COUNTERS

With this function the counters that control the pre-alarms
aree reset.

THRESHOLD ASSOCIATION

This function is used for defining which spirals or trays to
associate to “pre-alarms” for “ending product”.

By associating spiral 10 to pre-alarm N. 1 and setting the
threshold to 10 units with the “threshold setting” function,
dispensing the tenth product from spiral 10 will generate
a pre-alarm N. 1.

By associating tray N. 5 to pre-alarm N. 6 and setting the
threshold to 30 units with the “threshold setting” function,
dispensing the thirtieth product from tray 5 will generate a
pre-alarm N. 6.

MACHINE BANK NUMBER

The number in the bank of machines (1 to 7) identifies the
machines that have the “slave GSM” function, therefore
sending data of the “master” machine via modem.

The number 0 identifies the machine that is connected
directly to the modem, i.e. the “master GSM”.
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The maintenance operations described in this chapter
should be carried out with the machine energised and
therefore by qualified personnel, who are trained in the
correct use of the machine and are aware of the specific
risks of such condition.

To energize the system with the open door, simply insert
the special key into the switch on the payment system
compartment door (see Fig. 28).

Inside the machine, the only parts that stay energised
arethose protected by covers and carrying aplate with
the warning “Disconnect the power before removing
the protective cover”.

Beforeremoving such coversdisconnectthemachine
from the power grid.

The integrity of the machine and compliance with the
standards of the relevant systems must be checked at
least once a year by qualified personnel.

PRINTED BOARD FUNCTIONS
AND INDICATOR LAMPS

The C.P.U. (Central Processing Unit) board controls all
users set for the maximum configuration of the spiral
compartment and processes the input signals from the
keypad, the payment system and the cooling unit sensors.
The card also houses some LEDs which, during the
machine operation, give the following indications:

- Green LED (3): blinks during normal operation of the
C.P.U. board;

- Yellow LED (4): glows when 5V DC are detected;

- Red LED (7): glows when, for any reason, the software
is reset.

CONFIGURING THE BOARD

This board is preset also for the MDB protocol.
The 4 minidips for setting the SW2 coin mechanism (see
Fig. 17) should all be set to OFF (Executive).

SOFTWARE UPDATE

The machine is fitted with a Flash EPROM which can be
electronically updated.

By means of a special program and suitable system
(Personal Computer or similar) the machine management
software can be updated without replacing the EPROM.
Warning!

When downloading the software it is advisable to discon-
nect the motor connectors from the CPU board (J1 and
J2)
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Fig. 17
1 - J14 Coin mechanism power supply
2 - J15 Board power supply
3 - Green LED: run (DL2)
4 - Yellow LED: 5 V DC (DL1)
5 - J1 Connection for dispensing compartment lock
6 - J2 Spiral motor control
7 - Red LED: CPU reset (DL3)
8 - J3 Input/output
9 - J4 Not used
10 - J5 Programmer (RS232)
11 - J6 Photocells
12 - J7 Can-Bus
13 - Programming mode button
14 - J8 Validators
15 - J9 Probe
16 - J10 LCD display
17 - J11 Keypad
18 - J16 Keypad
19 - J12 MDB expansion
20 - Coin mechanism setting Minidip (SW2)
21 - J13 Expansion for BDV / EXE
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CONFIGURING THE TRAYS

PRODUCT SPACERS

The spacers are used when loading “narrow” products.
The spacers should be fitted to contain products, without
blocking them, towards the right-hand side of the compart-
ment, so that they stay upright. According to the type of
products, assess whether it is more convenient to use the
short or long side of the brackets and in which of the five
adjustment notches to connect them.

Pull the spacer towards the front to close the space and
push it back to open the space.

There must be at least 3 mm between the spacer and the
products.

1 - Product spacer
2 - Brackets
3 - Adjustment notches

Fig. 18

PRODUCT EJECTOR

The ejectors, right-hand and left-hand, must be used for
products packed in bags, such as potato crisps or similar.
As they are hooked at the end of the spiral they push the
products further out. If necessary slide the ejector along
the spiral wire to locate the most appropriate position
according to the product being dispensed.

Fig. 19

1 - Spirals
2 - Ejectors

REPLACING THE SPIRALS

In order to change the number and the set-up of the
product holders, proceed as follows:

- Slide out the concerned tray.

- Rotate the spiral in the opposite direction to the ejec-
tion rotation, holding the plastic support flange still, to
separate the two parts and fit the other spiral.

- Fit the new spiral assembly proceeding in the opposite
direction, ensuring that the spiral is positioned correctly

Fig. 20

1 - Spiral
2 - Plastic flange

REMOVING THE TRAYS

To replace the trays proceed as follows:

- Slide out the tray to be modified;

- remove the electrical connector from the tray;
- lift the tray to unblock the retaining slide.

- To fit a new tray, proceed in the opposite way.

Fig. 21
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CHANGING THE NUMBER OF TRAYS

The vending machines are supplied with 6 trays.
It is however possible to bring the number of trays to 5,
proceeding as follows:

- Disconnect the plug from the power supply.
- Remove all trays from the machine.

- Move the guides (see Fig. 22) placed on the side
supports, except the first ones at the bottom which
stay in the same position.

- Carry out the same operation for the connectors,
placed at the bottom of the cabinet.

- Remove the pair of guides not used.

- Replace the 5 trays, ensuring that the connectors are
inserted properly.

- Secure the removed cables, as not to be in the way of
other trays and cables.

- Reprogram the machine.
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Fig. 22

1 - Tray connector
2 - Tray guide

CHANGING THE TRAY CONFIGURATION

The configuration of the spirals on each tray can be
changed. To go from two selections with single spirals to
one selection with double spirals, do as follows:

- Remove the tray to be modified.

- Remove the centre wall, pushing it towards the back
and then lifting.

- Remove the spirals, and the flanges, from the two
motors.

- Disconnect the left-hand side motor from the cable and
remove it from the tray. In its place, fit the bush and pin
bush.

- Install the right-hand and left-hand spirals with the
same pitch onto the new flanges (right and left are
identical), fitted with a cogged wheel, and then connect
the right-hand one to the motor still on the tray and the
left-hand one onto the previously installed bushes. The
two cogged wheels must mesh.

- Remove the price labels and the product holders no
longer used, and if necessary update the price labels
still in use.

- Program the new selections with the desired price.

- Test the modified selections, to be sure of their correct
operation.

- Tray

- Mobile walls

- Right-hand spiral
- Left-hand spiral

1
2
3
4

N.B.: The selection numbers are formed by two figures;
the first figure refers to the tray number, counting from the
top (1-6), the second figure refers to the spiral number,
counting from the left (0-5).

The selection number to which the motor is connected will
therefore be formed by the tray number plus the wire code
number.
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POWER SUPPLY UNIT

Fuses, switch and connectors positioned atthe front of the
power supply unit have the functions indicated below.

When replacing any fuses the power supply cable
must be disconnected from the mains.

Fig. 24

Line fuses

Transformer primary winding protection fuse
CPU board power supply connector

Lamp connector

Compressor and fan connector

Transformer secondary winding protection fuse
Transformer secondary winding protection fuse
Payment system compartment switch

O~NO OB~ WNE

ACCESS TO THE COOLING UNIT

If for any reason the cooling unitneed to be accessed from
the machine, do as follows:

- remove the last tray
- remove the anti-theft grille

- undo the fastening screws from the product dispensing
compartment and remove it

- For reassembly, proceed in the reverse order.

Fig. 25

1 Anti-intrusion grille

2 Dispensing compartment
3 Photocell support

Fig. 26

1 Evaporator

2 Fan

3 Condenser

4 Dispensing compartment

© by NECTA VENDING SOLUTIONS SpA

0306 180-02



s O o) » Q NOILONNA 1IX3 NOILONNS WAIINOD 0 ANV 3WIL 40 301¥d
vivaaigEa O N1vawdiiNoD (@ 39NVHO 0L Ss300V Lozdia @)
@ - @ 4 (1) LINN V.1va 3Sv3403a (T+) LINN V.LVA ISVIHONI
T T INOILONN4 SNOIAZdd @ /NOILLONNS 1xaN (@

sain|ie} Aejdsig

€eI<TId
3 |
apow 1s9)
pue uonesado fewlou w = tawnog || ¥ | spueq ewn ioj unod | 7
ur safes [e1o) Aejdsiq -0 pueq awiL 7 P 7eT< T4 TS |
1 | |
— 131uno2 [elo} “dsiq e | 7
wonoajas sipuIs ## UON3PRS 7 @ ZTET< T |
Aq sajes [e101 Aejdsiq T
e | |
awi com_wﬁmv_ﬂ_,%%mﬂwm HHHHE = # PURQ BWI | L 131unod aburs “dsig L 191unod "|as Aejdsig d sonsnels Aejdsiq * 7 &
oiBuis Aq sefes Aeldsi # UONOBIRS 7 & TTEITH| g TETH| g £T< T1i4 |
SOILSILVLG V1O | T |
 empuomegesu e
apo3 auIyIB N &5
nowuud [elo 1 |
apo9 JojeladQ - L K 7
UONIPa 2IeM)OS nowid felol | g @ 7TI< T |
|opow aulyde 7
arep uaund T ¥ |
:BuipesH A,
- - |
SOILSILVLS FAILYTIY SuomaIes 1nowud [eled SATe[a) Julld |
SUond3Ias ulid & XTZT< T4 & T2T<14 & ¢I< 114
Lio0jow alolig * * 7
a|n||99010} a0 |
elep wsiueyoRW UKy T T T T T o e I B
sain|re -5
I nojund el 7
SPUEq SWLL nojuud felo T T
SUON3|eS inojuua rejoL & @ CTT<TId 7
:10} eyep uud +le |
I~ 7
SOUSILYLS V10| i suooaps || ¥ nowyd enred | ¥ sonsmers g |7 SolSIEIS
SUuondges ulid & & XTTT< T4 7 & TTI< T4 & TI< T4 @ <714

3 r

pake|dsip se erep |je uud
pajoauuod Jauud ayl Yynpn

Arewwns - nuaw Jaj|i4

0306 180-02

29

© by NECTA VENDING SOLUTIONS SpA



s O o) » Q NOILONNA 1IX3 NOILONNS WAIINOD 0 ANV 3WIL 40 301¥d
vivaaigEa O N1vawdiiNoD (@ 39NVHO 0L Ss300V Lozdia @)
@ - @ 4 (T-) LINN V1va 3Sv3y03a (T+) LINN VLV 3SYIHONI
T T INOILONN4 SNOIAZdd @ /NOILLONNS 1xaN (@

IIIIIII

saniejal Aejdsiq
7 I< 114

### = 19)UN0D % =5 U9 “119 Jow “dsig 7 7
## "N U0NI39|eS 7 @ 9eT< T4 7
10119 1010 3T 7
T & | L
pa10919p J0U 19NpPoId I a1 - . 7 7
#H = 181UN0D 0 *18 "oyd dsig
Buisuadsip Jayy “dsip a10jeq 113 GET< T | |
Buisuadsip alojeg & 7 T 7 &
:slolia |]1@2030yd = 7 7
131un0o yses Aedsiq || 7 |
Ipn
upny gan 75 T< T4 T . 7.__. |
PNy AQ | |
T ¥ |
p|os pue paysed 7
9AINI3X3 pue SlolepleA eeppny || P erep Yoaw Uioo ‘dsiq 7
(pasn |020104d 01 Buipiod2E) Tret i L] AL 7 7
v.1va WSINVHOIN NIOD & + e n L
agoid 7
erep Nvy #H# = laluno) % = sain|re} Aejdsig 7
wisiueyosw uio) Jossaidwo) e T< 14
Jossaldwo) & 7 7
:saIn|rey paloluo 4 r
Ife} PaIo}UON P 7 7

spueq awij 10} ‘Juno) 7 7
2€T< T4 7 |

|
T %

Arewwns - nuaw Jaj|i4

0306 180-02

30

© by NECTA VENDING SOLUTIONS SpA



IIIIIII

10148 1010\

pa10919p J0U 19Npold
Buisuadsip Jayy
Buisuadsip alojeg
:slolia ||@2030yd

npny gdn
upny Adg

p|os pue paysed
9AIIND9XT pue SIolepIfeA

(pasn |020104d 01 Buipiod2E)
V.1va ASINVYHOIW NIOD

erep Avy
wisiueydaw uiod
Jossaidwo)d
:saln|re} paJoluop

apouw 1s9)
pue uonelado [ewlou
ul sajes |e101 Aeidsig

uonog|as albuls

Aq sajes [e101 Aejdsiq

[e10) pue pueq
awin yoes Joj UoII3|9S
a|buis Aq sajes Ae|dsiq

SOILSILVLS 3AILVYTIY

NOILONNA 1IX3
vivaaigEa O

(1-) LINN V1Vva 3SV3¥03a

INOILONN4 SNOIAZdd @

NOILONNZ WHIINOD
V1va WaiaNoD ()

(T+) LINN VLVA ISYIHONI
/NOILLONNS 1xaN (@

0 dNV4d 3INIL 40 3014d

SJels aAnejal ‘o
§T< T4 |

saniejal Aejdsiq

JONVHO OL $S300V 1o3dia )
### = 191UN0D [ U9 “119 Jow “dsig
##'NIeS @ 9Y'TI< T4
& .
##H = 18)UN0D [ ; U9 18 0yd “dsig
ya -asl
dsip alojaq 413 P §YT< 114
&
18)unod ysea Aeidsig I
CYYI< T4 T ¥
T ¥
UN0J ydaw uiod dsig [ elep yoaw uiod ‘dsig
TVvT< 14 @ vy 1< T4
& .
s = saunon || P sainjie) Aejdsiq
Jossaidwo) Pl Sy T< 114
% T + e
## = Iauno) 2 Spueq s 1o} JUN0D
¥+0 pueq awil & CYI<TIA
$ T
## = (101 4 121unod [e101 “dsig P
## UONJ9IRS & CTYT< T4
% T
T ¥
HHHHE = # PURQ SWIL L J18)unoa ajbuis "dsig 2 1a]unod '|as Aejdsig e
## UONJ3IBS & TTYI< 14 & TVI< T4 @

3T

7'I< 1114

|
T ¥

Arewwns - nuaw Jaj|i4

0306 180-02

© by NECTA VENDING SOLUTIONS SpA

31



IIIIIII

Buiseajal agny renue

[yl agny abueyo renue
Ajuo Aag

spueq awi}
# Ul Uon2’|8s yoes loy aoud
sales Buibueyd jo uondo

SI0413 JOJOWN
sio413 [|99030Ud

BIEp WSIURYIaW UI0D
sain|re4

spueq awi]
STOILETELS

110} erep a1vleg

SOILSILVYLS FAILVITY

NOILONNA 1IX3
vivaaigEa O

(1-) LINN V1Vva 3SV3¥03a
INOILONN4 SNOIAZdd @

NOILONNd WHIINOD

V1va WaiaNoD ()

(T+) LINN VLVA ISYIHONI

/NOILLONNS 1xaN (@

&

anfea
ouawNu 1oy

0 ANV 3WIL 40 301¥d
JONVHO 01 $5300V Lo3dia &)

suonoayes [e1nads
<1114

MAA

WSZ&W s0lid =5
T UuoBospes

SUONIOSISS 919190 | gy

~ I~

SUONIIES 313190 | gy

SUOMISIAS 310190 | gy

“Buppiom X+veqnL| = saqn) asesjoy 7
T &
San) BsedRY | g saqn) aseajoy : & ze<T14 7
T + e |
&« |
HEHEFIPAID d saqni |4 |03U0d S8gnL
SSAMHI | gy Te<Td €<T114
T ¥
30ld =5 # pueg adlid s90ud ajbuis
| lud sjbul
uonases XZ< 1114 ¢< T4
L anjea L 7
JuBWNU Jaug 3T
d [e101 8132 7
& Z9T< T |
T™ ¥
QUREENEIE ! d [ened 8191@ d ENEENEIETETg! 7
TTSITIE || g TST<TIH | g G§T< T4 7
L X P

Arewwns - nuaw Jaj|i4

0306 180-02

© by NECTA VENDING SOLUTIONS SpA

32



; - s NOILONNA 1IX3 NOILONNS WAIINOD 0 ANV 3WIL 40 301¥d
3 O & +
vivaaigEa O N1vawdiiNoD (@ 39NVHO 0L Ss300V Lozdia @)
@ * @ £ (T-) LINN V.Lva 3SY3¥03a (T+) LINN V1v¥Q ISYIHONI
T T INOILONN4 SNOIAZdd @ /NOILLONNS 1xaN (@ 1531

. 5<11i4

=5 |023u02 *[8s Aidw3 7
& @ EVy< T4 7
T
. N |
=5 wimal Asuop
" G Rouow |~ e Y < T4 |
™ ¥ 7
(0o1/s) oL | "B awn Bues | B “weyed [[920)04d
“WNU Uuondafe brp< P<
[INEIERY rs Tyy< T4 s <114 7
I ,,—_—_—_—_—_—_LTLTLTLTL|L|LTL___ ...
pa||@oued W 7
SI SUOIND3I3S OM] 31 UBaMIaq T + u T |
UOITRUIqUIOD 8] UU = W Ji |
1010W PaUIGLIOD O JBGINU Wi 3 uondejes |
T ¥ 7
T ou U0N93|S JOJOL-OM | 7
69 01 0T SUONIBIRS : 7
& uonoajes @ Ey< T4 7
T ¥ |
~ |
e abueyd aoud fenuip 7
<
& @ <14 7
ar fT
(62 0102) auo fenuia e Ul (69 Y Y
01 0T) suonoajes oma Bumes +##19S SUOI9YBS [enlIA suonaalas [e1ads
SNOILOF T3S TVNLYHIA U uondajes 7 & Tr<Td| & p<114

&% T

Arewwns - nuaw Jaj|i4

0306 180-02

33

© by NECTA VENDING SOLUTIONS SpA



s O . - . Q NOILONNA LIX3
vivaaigEa O

(1-) LINN V1Vva 3SV3¥03a
INOILONN4 SNOIAZdd @

IIIIIII

aouanbas e
Ul paleAnoe ale suolos|as ||V

spunos
JO S3llas ® Jo uoissiwg

Aljeairewoine
pajuasaid S| uonng 1xau ay}
‘uonng ayy Buissaid usym

Alreairewolne sabueyd
Jagquinu uonos|8s ay L

NOILONNZ WHIINOD
V1va WaiaNoD ()

(1+) LINN V1va SVIHONI
/NOILLONNS 1xaN (@

0 ANV 3WIL 40 301¥d
JONVHO 01 $5300V Lo3dia &)

440 =%
NO @&

d440/NO
1s9] J0ssaldwo)

“*Buiyiop
1s9) Jazzng

W@s@%

T ¥

~ I~

0, 22T = dwa]
159] ainyesadwa |

53] Jazzng

™ ¥

~ NN

nng T ssald
159 pedAay|

isar arnesadwa |

]

R AN e

Wﬁ%

1soj01y
£6< T4

1591 1010\ 7
¢'g< 1114 7
* e |
7
uonaaes 191 =5 IS8l
T'S< 14 @ S< 1114

|
T 3

Arewwns - nuaw Jaj|i4

0306 180-02

© by NECTA VENDING SOLUTIONS SpA

34



s O o) » Q NOILONNA 1IX3 NOILONNS WAIINOD 0 ANV 3WIL 40 301¥d
vivaaigEa O N1vawdiiNoD (@ 39NVHO 0L Ss300V Lozdia @)
@ - @ 4 (1) LINN V.1va 3Sv3403a (T+) LINN V.LVA ISVIHONI
T T INOILONN4 SNOIAZdd @ /NOILONNA 1xaN @

IIIIIII

Buisuadsip alojaq Joiig
Buisuadsip Jaye 10113

:uasald si ainjie) e §|

1onpoud ou Joug

10

MO,

sAe|dsIp 11 SPUOJAS G'Z UIYIM
paidnuaur si weaq b1 au i

ST7300L0Hd HLIAN

a3193INNODSIA wosqy | ¥
STT300L0Hd HLIAA 191 [eo0i0ud |

4 01V Jorepijen

ay1 Jo aul| e Buneanoy
Spuo2as g Aprewixoldde

~ /NN,
10§ surewal om1 aur

# 9Ul "PIfeA i W«%
YOLVAIVA ¥ HLIM 1S9] 23Ul U0 1S8] Y98l UI0) 159(psU ulo)

0.
sAe|dsip 11 Sa1EIUNWIWIOD e = A
wisiuey2SW Ulod 8L | W\?&ﬂw 3 W\%
1581 (05U Ui 1581 (o5W ui0)
SWSINVHOIW NIOD ACH L

HO IAILNDOIAXT HLIAA

ATIAILYNGILTY

7

7

7

7

7

7

7

7

7

7

7

7

7

7

7

7

7

T ¥

7

7

7

7

7

7

7

7

7

7
ATIAILYNGILTY 7
7
7
7
7
7
7

Arewwns - nuaw Jaj|i4

0306 180-02

© by NECTA VENDING SOLUTIONS SpA

35



- - s NOILONNA 1IX3 NOILONNS WAIINOD 0 ANV 3WIL 40 301¥d
(7)) & +
vivaaigEa O N1vawdiiNoD (@ 39NVHO 0L Ss300V Lozdia @) - Iy a

@ * @ ..N (T-) LINN VLva 3SV3¥03a (T+) LINN VLVA ISYIHONI e 7
ettt INOILONN4 SNOIAZdd @ /NOILLONNS 1xaN (@ 9 G 7
- m _.,..N...,” i —.. * 7 *
3 it = 90lld 7
@ uonas|es 7
®
anjeA ouUBwWNU € J1a1ug sonsnels
<7714
T ¥
e AN
2 2
uoI108uUu0d M\TSJ\LW S1avA3
S1avA3 Joj Bunrepm LTH| o LTH| g L<TI4
™
b SEIleh) 3 NSO
S191unod wiee-aid Bumasay rs wiefe-aid 1959y P 9<T14

Alreanrewoine &
pajuasaid S| uonng Ixau ay} WZ:HW:QE Tssad| B

‘uonng ays Buissaid usypn 1s9) pedAay 10ai1Q P

AV

pany s pedAsy ouswnu e j|

440 =» 44omno| "2

juasaid 20| Juswedwod %00] 1400 ‘dsiq

Buisuadsip Yy NO @&

Arewwns - nuaw Jaj|i4

0306 180-02

© by NECTA VENDING SOLUTIONS SpA

36



O NOILONNA 1IX3 NOILONNS WYIINOD
3 O & * vivaaigEa O Viva waiaNoD (@)

(1-) LINN V1Vva 3SV3¥03a (T+) LINN V1vA ISYIHONI
@ * w ..N« .- INOILLONNd SnoinZdd @ INOILONNA 1xaN @
-

-
-

sirawesed "Boid
¢<HOAL

3 *119 "J0W 1959y 7
@ GT<HOAL 7
i
uonodIas >MaEm_ - L SIS J0I0 - | .
juasald JoN - 0N || gy 7' T<HO3L 7
Buiuonouny 10N - 7
pa1oauu0dsIq - + T
paxoo|g - T ¥ |
MO - e .
WM = 10119 1010 7
SUOIIPUOD JOIOW B|qISSOd sain|ey % e 7
wasaud jo Buijjoios swiL slola ool ||| €T<HO3L 7
T 3 7
juoq ad sain|ied 18say 7
sain|ied 19say & ¢ T<HO3L 7
aqolid T ¥
erep AvY
wis|ueyosw uiod =) =)
J0ssaidwod sainjey sainfed Jo pu3 sainied peay sainjed
:saJn|ie} paloluop wasaud jo Buijjoios swil VI<HOAL]) g VICHAL| g T<HOAL

SNV AVIdSI]

Arewwins - nusw ueloIuyoss L

0306 180-02

37

© by NECTA VENDING SOLUTIONS SpA



]
]

S90lld ysed sirawesed "Boid
TT¢<HOAL @ T¢<HO3AL @ ¢<HOAL

NOILONNA 1IX3 NOILONNS WHIINOD
? vivaaigEa O Viva waiaNoD (@)
(T-) LINN VLva 3SV3¥03a (T+) LINN V.LVQA ISYIHONI
@ Q D /NOILONNA SnoiAZdd @ /NOILONNA 1xaN ()
‘pareanoeap ale I-x Ny
Sspueq awn 8yl 00"00 03 18 W_ﬁ% nypug| =B -T pueq awiL
8B SSN|BA puUs pue 1ress || yy ‘ues TETTZ< HOAL
“18y10 X ¥ & L
ay) Jayye auo palsIus ale e
pueq 8w JO pus pue Uels
10} SINUIW PUEB INOY ‘Sanfen I-X Jhade
Bunjuiig ay1 BuILIUOD USYM ewrL
Y ewn L ™3
Sanve Il T+X @ ;
o]
X T
eap| B awn pue ajep jes || =H Spueq awi]
L
T+X #pAanil/pp :oreQ @ TE€TTZ¢<HOAL @ €TT¢<HOAL
1
T ¥
uonoalaes &
yoea Joy seaud Jualayip e
UM B|qe|ren. (18 pueq awi
ou) 0 pueq snid spueq awn WSZLW aoud| P #puegaoud || =B seoud [eqoj9
# pueg aold @ TCTTZ¢<HOAL @ CTT¢<HOAL
\\\\\\\\\\\\\\\\\\\\\\\  r
. e '\\M/\ ‘_.O y
spueq awr mz ow Ch, T ¥
# Ul uonos|es yoes Joy soud o
safes Buibueyo jo uondo Qi (G 7]
WXZ/W adld 5 o s ooud| P #puegaoud || = saoud ajbus L
T UOND3IS uondses TTTTZ<HOAL TTT2¢<HOAL
& anfea 6 L] L]

3T

dllswinu Isug

Arewwins - nusw ueloIuyoss L

0306 180-02

© by NECTA VENDING SOLUTIONS SpA

38



O NOILONNA 1IX3 NOILONNS WYIINOD
3 O & * vivaaigEa O Viva waiaNoD (@)

(T-) LINN VLva 3SV3¥03a (T+) LINN V1vA ISYIHONI
@ * w . ..N« .- INOILLONNd SnoinZdd @ INOILONNA 1xaN @
-

-
-

. T ¥
R R s
T+XXXX o %HL_\/W%E @ HfHHE = 9NeA & abueyo wnwixe|y
T ¥
T-XXxx "W 3 3
THXXXX WMM“W%E @ i = ONRA | paID WnWIXe|y

- T
>m_o_m T - XXXX o
AN aul
9600 THXXXX n

BuipjoH 8d1d

prepuels 101V

S3ANIT HOLVAIVA

S100010¥d IALNDAXT -0 N VA FHLONILIES gaan/aag
aan ATEALYNGELTY

Aag
9AIINJd|X3
siojepien
SWSINVHOIW

NIOD FT1aVIIVAY

T¢T¢<HOAL

3 r

swisiueyIaW Uio) 189S %

swisjueyoaW Ui0)
¢T¢<HO3L

Arewwins - nusw ueloIuyoss L

0306 180-02

© by NECTA VENDING SOLUTIONS SpA

39



O NOILONNA 1IX3 NOILONNS WYIINOD
3 O & * vivaaigEa O Viva waiaNoD (@)

(1-) LINN V1Vva 3SV3¥03a (T+) LINN V1vA ISYIHONI
@ * w . ..N« .- INOILLONNd SnoinZdd @ INOILONNA 1xaN @
-

-
-

- ™ %
elqesia 440 s . 7
olgeuI NO b [P D[ i 9'd’d |
Auo o = z1 7
Auopiog=T11 7
Auo g = 0T TP |
Auoopueg=¢g
Auopioy=8 7
Auogloy =, 7
Dlogioy=9
(nejep) Auoglo v = § T3 *
Auovy =y rs 7
(Qlog)puevy=¢ |
Auogpuey=¢ 5 =) |
Opuegpuey =T .
O pueg) oy =0 @z@sszw uoneUIqUIoD & ZT-T UoleuIquIo) P ba abueyd 10ex3 7
. . S J- - _
T & |
a|gesia 440 %zz:w 3 |
uonn suonng “dsi
a|qeus NO 7 8 & Hna €ea
- otatswd & |
a|qesia OoN 7
- -
a|geus  SOA W MHW Teo9 L] # U0 @ ML padzaay
T
9T 0} T SuI0D ™ ¥ +
s|gesiQ ON "r 9 9 7
olqeuT SoA MMHW T su0) & # UI0D P SuI02 paldaddy
% T

Arewwins - nusw ueloIuyoss L

0306 180-02

© by NECTA VENDING SOLUTIONS SpA

40



O NOILONNA 1IX3 NOILONNS WYIINOD
3 O & * vivaaigEa O Viva waiaNoD (@)

(1-) LINN V1Vva 3SV3¥03a (T+) LINN V1vA ISYIHONI 7
@ * @ . ..N,. - /NOILONNZ SNOIATYd @ /NOILONNH LX3AN @
. |

-
-

- T ¥
\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\ Sl |
a1 uo osJe 13s aq umﬂ\%_w_ L ] . | _ | |
‘19]sewW Y} Uo 18S S| WalsAs 440 u__o.c .E oIS 7 |
BuIpjoH 8211d 9AIINdaX3 Ue J @ CrTe<Hoal | |
. . J— N E R I
cors s e e N 5 S
Y
XX 1S AOpfeus anels oI SIS M% i M%W P T s ; ONEIS/IAISEN | |
[ONIVEIES >v_v_mcm 19I1Se N Zone|S 7 & T 9Ae|S & TY'T2Z<HO3AL 7 & 7' T¢<HO3L 7 7
Apreus ane|s Jo)sew ON
ane|S ON % T L L L ) | 7
:are sa210yD | |
T & | |
T T e
‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘ lj - - \A -
" | |
- W
X Wﬁ,lx,w = "usod meN 2 Z wiod [ewyaq 7 7
€ 01 0 uiod [ewidaq TexX = 1sod 104 & g ﬂ < HOAL | |
| |
e 7\\\\\\\7\\\\\\\\7\\\
a|gesid 440 " 7
| |
Buisuadsip =5 abueyd ajeipawL| |
JO uels Je abueyd m:.m__omEE_ a|qeug NO 4o SrelpaulLl & N.N.J.NA HO3L 7
|
\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\ s T
o|qesia 440 1+ s | TS | |
| | |
a|lgeuq NO Mzsm uonng rs OWA puah 334 , 7 3 7 | |
| |
T ¥ | |
| | | |
ToX0X Wz%:w 2 2 . | | | |
- =anpe -
TH00K o = aneA P HitHH [eA Pl JaniB-abueyd joex3 7 7 7 7

Arewwins - nusw ueloIuyoss L

0306 180-02

© by NECTA VENDING SOLUTIONS SpA

41



-
-

‘ainresadwal feusaiul -

921A3P 20| Jo 9ouasaid -
SUoN93|9s pue sAel) Jo Jlaquinu -
s||@2010yd Jo @ouasaid -

(XX6 “XX0 ‘XX) onejs jo adAl -
uonipa alemyos -

:pakejdsip sI Buimolo}

ay} ‘saulyoew anels a|qissod omy
3y} JO U0 U0 BuIYydIMS UBYM

‘reubis

puNOS ® JO UOISSIWS pud ay} 1y
"19sal S| eep sl

‘saulyoew aAe|s a|qissod omy
8y} Jo auo uo BulydlMs Usymn

9.6 01 016

Z ane|s

6.0 01 0TO

T ane|s

10

9T 01 T0

OXIM

UOoN23|3S PaUIqWIOD pug

6. 01 0T
Areus
uoI199|8S paulquiod 1ST

68 01 08
SUOND8|aS PauIqWo)D

vivaaigEa O

(1-) LINN V1Vva 3SV3¥03a
@ * w . ..N« .- INOILLONNd SnoinZdd @
-

NOILONNS WHIINOD
V1va WaiaNoD (D)

(T+) 1IN V1¥A 3SVIHONI
INOILONNA 1xaN @

lojuo
SV T¢<HO3L

BIPU3A Snuog
G§'T'¢<HO3L

10)lUOI
ST ¢<HO3L

1S fopfeus 1esay
vy TZ<HO3AL

&%

Mz%éw +i## S

08 ‘wnu '|°8s

™ ¥

#+ m@zs&w IES

08 “WNtudios|eS

1S fpreus 1esay
v TZ<HOIL

#H+##18S
ITIRTIRETES

“pArtS

SUONJBIBS PaUIGqID
€V T¢<HOIL

|
T ¥

Arewwins - nusw ueloIuyoss L

0306 180-02

42

© by NECTA VENDING SOLUTIONS SpA



NOILONNA 1IX3
vivaaigEa O

(1-) LINN V1Vva 3SV3¥03a
@ * w . ..N« .- INOILLONNd Snoingdd @
-

-
-

(62 01 0/) auo fenuiA e ul (69
0] OT) suonoajes omi Bumes

SNOILD3TIS TVNLdIA

aulyoew ay}
ul asald Ajenioe ale
Teyl suonoales Buipeay

NOILONNZ WHIINOD
V1va WaidNoD ()

(T+) LINN VLVQ ISYIHONI
/NOILONN4 1xan @

e abueyo aoud enuIp
@ €TC¢ <HO3L

SUoNoaI8s [enuIA
& ¢TTC¢<HOAL

=5 ‘Blyuod auiyIe
YoeN rs TTC¢2¢<HOAL

sioowesed eadg |
e
T'¢¢<HOAL @

Ifends/10819s |
¢'¢<HO3L 7

paisanbal
S| S9SNUOQ OM) UBaMIa(

(6666 0} TO0O) SUONDB|SS
JO Jaquinu abelane ayl NO JI

MW

'S u&um Mﬁami auo
A 31} snuog

T ¥

Wm:cog a|qeus
AN TG TZ< HO3L

snuog pusA 8al
S§T¢<HOIL

Arewwins - nusw ueloIuyoss L

0306 180-02

© by NECTA VENDING SOLUTIONS SpA

43



NOILONNS LIX3

-
-

vivaaigEa O

(1-) LINN V1Vva 3SV3¥03a
@ * w . ..N« .- INOILLONNd Snoingdd @
-

NOILONN WHIINOD

(T+) LINN VLVQ ISYIHONI

V1va WaidNoD ()

/NOILONN4 1xan @

6. 01 0T ? wMeszeW 198 Uinu = |
19qWNU UOI193[9S rs T oNIPI8S 7
L |
GOt = 189S Wnu = i 19S NIp 19S 7
suonoa|as 1a11a rs % NUPPRS| iy ¢9TCe<HO3L
a3 |
T |
=5 fes upojgeus | ¥ SuoNI9es 198lId |
T9T¢¢<HOAL 9TC¢<HOAL
L & L] 7 % "
anr W@S%W
H#iHH :9po)
L

ubiyidnosje
¥ oIS |
oo

" :9p0.
POl = 3p09 19npold |
69 01 0T SUONIBBS 3 UoNBRS | g T2 <HOAL
AWy 7
paj|aoued " + w |
SI SUOND3|S OM] BY) USamaq r & 7
UOITRUIGUIO SY) UU = W JI < U UoId3|es |

J0J0W PaUIGLIOD JO JBGINU Wl

T 3 |
T L I UoN93[aS 0J0W-0M | |
69 01 0T SUONJB|ES & TIRETENS @ ¥ 12¢ <HO3AL 7

Arewwns - nuaw ueld

luyo9 1

0306 180-02

© by NECTA VENDING SOLUTIONS SpA

44



(1-) LINN V1Vva 3SV3¥03a
/NOILONNZ SNOIATYd

O NOILONNS LIX3
N1vd313713a

Qe
©-8

uado
usym sjre} Juswiedwod
3y} JI 92IAIBS JO INO

sanuIW OT 01 TO

sajnuiw 0T 01 TO
S9INUIW ## 10}
Buisuadsip uodn paxoojun

paxoojun skemjy

ININLIVANOD
ONISN3dSIA XO0TINN

NOILONNZ WHIINOD
V1va WaidNoD ()

(1+) LINN V1va SVIHONI
/NOILONN4 1xan @

&

My

uado 1 83IAIBS J0 IO
¥'€¢¢ <HOAL

T ¥

MWMM/\W :uoneing
fAI9S JO 1IN0 awiL
*nco_aso

&%

92IAISS JO N0 BWI|
€'€C ¢ <HO3L

T ¥

auwn oojun

awn oojun
7€TT <HOAL

T ¥

apow Buiesado
T€C¢ <HO3L

|onuoy s Adw3g

~ I~

&%

j041u09 "j9s Aidw3
€T <HO3L

T ¥

Wé@%%owg

= (00T/s) BWIL

uinal Asuoy
¢'C'¢¢ <HOAL

™ ¥

“WNU UONI3IRS

awn Buimes
1222 <HOAL

&

‘wesed xo0] 1dwo)

€'¢¢<HOAL

‘wesed [192010yd
C¢'C'C<HOAL

Arewwins - nusw ueloIuyoss L

0306 180-02

© by NECTA VENDING SOLUTIONS SpA

45



NOILONNA 1IX3
vivaaigEa O

(1-) LINN V1Vva 3SV3¥03a
INOILONN SNOIAZdd @

+0)
8) ~L).-

O@

e
-

afessaw 1xaN L
1a189] 1XaN &

(un
Jad s1o10e1Ryd 9T) 92uUsnbas
e ul Buyjoios ene] "M

39VSSan
¥3SN 3NIT-Z IONVH)

swil
ainjeladwa) reulau]
sofessaw oN

SAOVSSIN 314ISSOd

ysiueds
youali4
ys1buz
uewlas)
ueley|

SAOVNONVT ITGVIIVAY

jnejep Aq sinoy 9
sINoy 66 01 0
realaiul Bunsoljag

uneyap Aq 0.6
0,0 019
ainresadwsa) Bunelado

NOILONNZ WHIINOD
V1va WaidNoD ()

(1+) LINN V1va SVIHONI
/NOILONN4 1xan @

181unod Aejdsig
v¥'¢<HOAL

abessaw "owo.id
€Y'¢<HO3L

Aeydsip 19sn
¢¥'¢<HOAL

abenbue
TYyZ<HO3IL

¥'¢<HO3L

3 & 4 ueyo
T
«arT - XMMW =) |abessaw -owoid ‘Boid
¢V ¢<HOAL
3 3 TP | @
T ¥
* I~/
W@E)\% =3 abessaw owoud ‘Uz
& a0ess; owiold ‘u3 rs TEV¢<HOAL
o o
T
¥

= I8l "eq

U pjod ajqeus
€€ ¢<HOAL

‘Il Bunsoleq

Bunsouaq
¢'€¢<HOAL

ainyesadwa |
TE€¢<HOAL

|
7
feidsig 7
7
|

|
sialewered pjod |
€¢<HOAL 7

|
T ¥

Arewwins - nuaw ueloIuyoss L

0306 180-02

© by NECTA VENDING SOLUTIONS SpA

46



, - s NOILONNA L1IX3 NOILONNS NHIANOD
3 O & +
vivaaigEa O Viva waiaNoD (@)
@ - @ 4 (1) LINN V.1va 3Sv3403a (T+) 1IN0 ¥.1va ISYIHONI
T T INOILONN4 SNOIAZdd @ INOILONNA 1xaN @

IIIIIII

€G¢<HOAL

|
|
nuaw Jaj|i Bunisep
|
|

‘pareAnoeap ase 7

Spueq awi 8yl 00°00 01 18s 7
ale sanfeA pus pue Lels |

18410 T3

9y} Jaye auo palsjus ale 7
pueq awi Jo pua pue uels

10} a)nuiw pue Jnoy ‘sanfea 7

Bupjuiig ayl Buiwizuod usym 7

NO dI
P Wy N 7
H wz% mypuz| B v-T pueq awil || =P W%w 3 Buines ABlaug =3 Buines ABiau3g
wwyyy :uey ‘weJfed ‘Aes AbJau3 I JENE 707 26'7< HO3L
T+X 3 /yy velis @ : P @ TC9¢<HOAL @ .

i pIOMSSRY P

nuaw ueloIuyds} piomssed 185

3y} Ssa29e 0] Jaquinu UBIP-G

|
|
|
e |
T NN, 7
Wiw ad plomssed 193 3 SN0BUE[30SIN 7
% piomssed 189S & T'GZ< HO3L & §¢<HOAL 7
| |
| I
& s | |
pedAay ay1 wo.y _QE.E 1senuo) 7
anjen abejuaslad ay) Joyug @ S ¢<HOIL . 7 " 7
\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\ re
aulyoew ay)
uo Buiyoums uodn Iaunod Fr—— Ec.:ﬁ.s fejdsia 7 7
reJausb ayy Buikejdsia & 10510 gy v'¥'Z< HOAL 7 7
|
T ¥

Arewwins - nusw ueloIuyoss L

0306 180-02

© by NECTA VENDING SOLUTIONS SpA

47



3 O Py . + Q NOILONNS LIX3
~iva3iaEaa O

@ f@ ¥ (1-) LINN V.Lva 3SV3403a
LT /NOILONNA SNOIATYd (&)

IIIIIII

pueq suwn
a)buis Aq sajes [e101 Aejdsig

SOILSILVLS V1O |

uonos|es
a|buis Aq sayes [e101 Aejdsig

[e101 pue
pueq awi yoea o} uondsles
albuis Aq sajes Ae|dsiq

SOILSILVLGS VIO |

90IAISS
10 1n0 auiyoew Buipuaa yum
#o payoums si Bunybil NO HI

uondosuu0d S1avA3
1s8l

suonog|as |enads
[0U02 8gN AQg
saoud a|buis
sonsnels

NNIW 3377114

NOILONNd WHIINOD

V1va WaiaNoD (D)

(T+) LINN V1vA ISYIHONI

INOILONNA 1xaN @

i = [€J0L
## UOI03]9S
% T

#44 = # PUEQ BWIL
## UOI03]9S

T

#ifh = [e101
# pueq aull|
T

131unod [e101 “dsig
CTTE<HOAL

T ¥

J1ajunod ajbuis "dsig

J81UN0d ainjre} *dsig
€TE<HOAL

‘JunoJ pueq 1 “dsig
¢TE<HOAL

TTTE<HOAL

1a]unod '|as Aejdsig
TTE<HOIL

sansnes Aejdsig 3
TE<HO3AL &

sansiels
€< HO3L

32IAI3S JO 1IN0 UOBN
¥'G'¢< HOAL

nuawi Jajjiy Buiisey
€6 ¢<HO3L

.—.7.-.

Arewwins - nusw ueloIuyoss L

0306 180-02

© by NECTA VENDING SOLUTIONS SpA

48



3 O Py . + Q NOILONNS LIX3
~iva3iaEaa O

@ f@ ¥ (1-) LINN V.Lva 3SV3403a
LT /NOILONNA SNOIATYd (&)

IIIIIII

pa10919p J0U 19Npold
Buisuadsip Jayy
Buisuadsip alojeg
:slolia ||@2030yd

npny gdn
upny Adg

p|os pue paysed
9AIIND9XT pue SIolepIfeA

(pasn |020104d 01 Buipiod2E)
V.1va ASINYHOIW NIOD

aqoid
elep Avd
wisiueyodaw uiod
Jossaidwo)d
:salin|re} paJoluop

NOILONNS WHIINOD
V1va WaiaNoD (D)

(T+) LINN V1vA ISYIHONI
INOILONNA 1xaN @

#H# = 18)UN0D
## N 'I8S

sansnels a191ad
¢'€<HO3L

D *119 "Jow “dsiq
9TE<HIIL

### = 18)UN0D
“dsip al04eq “113

U9 “419 oyd “dsig
GTE<HOAL

18)unod ysea Aeidsig
CYVTE<CHOAL

T ¥

elep Jipny
TYTEe<HOAL

Blep Yyoaw uiod ‘dsig
v Te€<HOAL

#H# = 1aluno)
J1ossaidwo)

& T

131unod ainjrey “dsiq
€TEe<HOAL

Spueq awi o} Juno)
¢T'E<HOAL

|
T e

Arewwins - nusw ueloIuyoss L

0306 180-02

© by NECTA VENDING SOLUTIONS SpA

49



IIIIIII

pueq awn
albuis Aq sajes [e101 Aejdsig

SOILSILVYLGS FAILVITY

uonoa|as
a|buis Aq sajes [e101 Aejdsiq

[e10} pue
pueq awi yoes 10} Uonoas|es
albuis Aq sajes Ae|dsig

SOILSILVLG AILYITY

SIIER]Y

slolia ||@o0loyd

'lRp WsiueydaW U0
salnjreq

spueq awi]
suonos|as

.10} eyep a19jed

SOILSILVLS 31373 J

NOILONNA 1IX3
vivaaigEa O

(1-) LINN V1Vva 3SV3¥03a
INOILONN4 SNOIAZdd @

NOILONNS WHIINOD
V1va WaiaNoD (D)

(T+) 1IN V1¥A 3SVIHONI
INOILONNA 1xaN @

#H# = [BI0L
## UONOBIRS

i = [BI0L

J31UN0J ainjie} “dsig
€'€e<HOIL

# pueq awi|

181unod [e101 “dsig

S r

Hh# = # U] SWIL
## UON93[S

¢TEE<HIIL

™ ¥

131unod aburs “dsig

JUN0d pueq 7 “dsig
¢'€e<HOIL

SUONo3JeS al8feq

TTEE<HIIL

~ TN

191UN09 98 00 | g

SuoI3IRS A18130

XT'¢€< HO3L

S r

191unod "|as Aejdsig sansiels Aejdsig
TEE<HIAL| g €e<HOIL
[e10] 81920 7
¢'Te<HOAL T 7
T ¥ 7
[ensed 81918Q d SNsIelS 81918Q 7
TCe<HIAL| g ¢'e<HOIL 7
T |

Arewwins - nusw ueloIuyoss L

0306 180-02

© by NECTA VENDING SOLUTIONS SpA

50



IIIIIII

NOILONNS LIX3

vivaaigEa O

(1-) LINN V1Vva 3SV3¥03a

INOILONN4 SNOIAZdd @

pa10918p 10U 19NpPoId
Buisuadsip Jayy
Buisuadsip alojeg
:sJolJa ||@2030yd

npny gdi
upny Adg

p|os pue paysed

9AIINJ8X] pue sioleplfeA

(pasn j020104d 01 Buipiodoe)
V1vd WSINVHO3IN NIOD

elep NV
wisiueyodsw ui0d
Jossaidwo)d
:salin|rej paJolluop

SOILSILVYLS FAILVITY

NOILONNd WHIINOD

V1va WaiaNoD (D)

(T+) LINN V1vA ISYIHONI

INOILONNA 1xaN @

#4## = 13)UN0D I

#4 N U0Nd9jeS

siels ane|al 'led
7'E€< HOAL

D *119 "Jow “dsiq
9'¢€<HIIL

#4## = 13)UN0D I

‘dsip ai0jaq "li3

U9 “419 Joyd “dsig
G'€E<HOAL

18)unod ysea Aeidsig I

CY'eE<HOAL

T ¥

epep upny fensia |

Tyee<HOAL

ejep yosw uioo dsig
7€' €< HO3L

## = Jo)unod I

Jossaidwo)

3 r

sain|ie} Aejdsiq
€€E<HOAL

|
T %

Arewwins - nusw ueloIuyoss L

0306 180-02

© by NECTA VENDING SOLUTIONS SpA

51



IIIIIII

SI0119 JIOI0N
siola ||@o010yd

elep Wsiueyoaw uiod
salnjre4

spueq awi]
suonosles

.10} eyep uld

SOILSILVYLS FAILVITY

SOILSILVLS TVLO |

a1ep uone|elsu|
9p0o9 aulyde N
apoo Jorelsado
uonipa aIemyos
|apow aulysep
a1ep uaund
:BuipesH

NOILONNA 1IX3
vivaaigEa O

(1-) LINN V1Vva 3SV3¥03a

INOILONN4 SNOIAZdd @

NOILONNd WHIINOD
N1vad WYIINOD

(T+) LINN V1vA ISYIHONI
/NOILONNH LX3AN

E)
@

~ I~

nojnd [ejo

SUOIBIOS Ulid | gy

~ I~

nojuud [eloL

181
< HOL

19)un0J "|3s Julid
XT'L'€<HO3L

3 r

mouud [elo

SUOD3AS Wld | gy

SIIRETES
TT9€<HOAL

‘dn-urels auiyoew e Aeidsip
8] UO pajedlpul ase apew
SU0I99|8S JO Jaquinu 8y

S10113 1010\
siola ||@2010yd

BlEp WSIUBYIaW UI0D
salnjre4

spueq awi]
suonosles

110} e1ep 81919

SOILSILVYLS FAILVITY

Suono3[es a19jeq

191UN09 98 '80 | ge

J3)UN0D '[8s 'j8@
XTy'e<HO3L

&

|

|

|

¢ L'e<HOAL 7

|

T ¥ 7

|

Inojuud [eped d aAlefal ulid 7

TLE<HIAL| g L'€<HO3L 7

|

nojund [elo] 7

C'9'e< HOAL T 7

i
9 T | L

nojuud [ered SONSIEIS JUlid

TOE<HOAL| 4 9'e< M3l 7

|

L I ] |

4 uels Je o “dsig 7

& G'e<HO3L

|

|

[e101 8132

¢7'e<HOAL T ¥

T3

[ened a1918@ d aNe|ay al8fed 7

TVE<HIIL| g 7'€< HO3L 7

|
™

Arewwins - nuaw ueloIuyoss L

0306 180-02

© by NECTA VENDING SOLUTIONS SpA

52



. - s NOILONNS LIX3 NOILONNS WHIINOD
3 O @ +
vivaaigEa O Viva waiaNoD (@)
(1-) LINN V1Vva 3SV3¥03a
INOILONN4 SNOIAZdd @

(T+) 1IN V1¥A 3SVIHONI
INOILONNA 1xaN @

IIIIIII

aouanbas e
Ul paleAnoe ale suolos|es ||V

spunos
4O SB1I3S ® JO UoISSIWg

Ajjeonewoine
pajuasaid S| uonng 1xau ay}
‘uonng ay Buissaid uaym

Alreadirewoine sabueyo
Jaguinu uonosas ay L

440 =%
NO @&

440/NO
1591 Jossaldwo)

“*Buiyiop
1s9) Jazzng

0, 22T = dwa]
1591 aInresadwa |

NNng T sSaid
159 pedAay|

T ¥
b,
T ¥
A, T ¥
Wm\m‘\%%
T %
~ NN
Wﬁ% 2 188101y
31 pedAay €< HO3L
P &
=5 159] J0J10)\ |
C'V<HO3L
& |
* e
=5 uonosjesisal | ¥ 158
P< <
7 @ TY<HO3L @ 7,“ HO3AL
T &

Arewwins - nuaw ueloIuyoss L

0306 180-02

© by NECTA VENDING SOLUTIONS SpA

53



, - s NOILONNA L1IX3 NOILONNS NHIANOD
3 O & +
vivaaigEa O Viva waiaNoD (@)
@ - @ 4 (1) LINN V.1va 3Sv3403a (T+) 1IN0 ¥.1va ISYIHONI
T T INOILONN4 SNOIAZdd @ INOILONNA 1xaN @

IIIIIII

juasaid 20|
juawredwod Buisuadsip YA

Buisuadsip alojaq Joiig
Buisuadsip Jaye 10113

&%

440/NO
%90] 1dwod “dsig

:uasald si ainjie) e §|

1onpoud ou Joug

10

MO,

sAe|dsIp 11 SPUOJAS G'Z UIYIM
paidnuaur si weaq b1 au i

ST7300L0Hd HLIAN

-_ - — — — — — — — — — — — — ATIAILYNYILTY
~ NN
d31O3NNOJSIA wosqy | "
ST1300L10Hd HLIAA 1Se[lRoooud | - e
™ ¥
4 0} ¥ lojepijen
ay} Jo aul| e Buireanoy
Spuodss g Ajgrewixoidde e
10} surewal om} aul
# 9Ul "PIfeA i W«%
UOLVAITVA ¥ HLIA 158} yoaw Ul 158} yoaw U10) & 153} (jdaW U0
————— ATIAILYNYILTY

7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
T ¥
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7
7

0.
sAe|dsIp Il S81L2IUNWIWOD e = A
wiSIuUeyoaW Ulod ay) J| W\w%% 3 W\%
1581 (05U Ui 1581 Go5U Uio)
SIWSINVHOIW NIOD L

AQg ¥0 IALLNDIXT HLIAA

Arewwins - nusw ueloIuyoss L

0306 180-02

54

© by NECTA VENDING SOLUTIONS SpA



IIIIIII

saseqeiep asifeniu

NOILONNA 1IX3
vivaaigEa O

@ f@ ¥ (1-) LINN V.Lva 3SV3403a
LT /NOILONNA SNOIATYd (&)

NOILONNS WHIINOD
V1va WaiaNoD (D)

(T+) 1IN V1¥A 3SVIHONI
INOILONNA 1xaN @

yers

uo13UL0D

“BujIom =
ad ssiemu|

saulyoew bBuipuan jo sdnolb
Anuspr 0 Jaquinu 16IP-9

aulyoew
ay buikynuspr sequinu N61p-g

arep jua.nd ay)
Uuo el ||Im alep uole|eIsul
ay} ‘BuILIIUOD UBYA

€'€'G<HO3L

T ¥

apo) Angas

¢'€'9<HO3L

T ¥

NSO
9<HO3L

apoy sseq| B

ysiueds
youal4
ysiiBu3
uewlao
ueley
:sabenbue]

T $

I~/

T'€'5<HOIL
&

S1avA3
€'G<HO3L

aouelH
ureig 1eaio
Auewlan "
Arey
:salljuno)d

T™ $

I~/

= =
1uno)

" =189p0)

4a astjenu|

¢'G<HOEL

apo? Jorelado ‘Boid

'poa “Boid

€T'G<HO3L

9pod auyoew ‘Boid

¢'T'S<HO3L

ajep uonejeisu) | ¥

TTSHOAL
&

our auyoey |

SIETETERSIN

T'G<HO3L G<HOAL

Arew

WwnS - NUaW ueIdIuY29]

0306 180-02

© by NECTA VENDING SOLUTIONS SpA

55



NOILONNS LIX3

NOILONNd WHIINOD

vivaaigEa O Viva waiaNoD (@)
sain|ie4
@ * @ £ (T-) LINN V.1va 3SV34¥03d (T+) LINN V.LVA ISYIHONI T<HO3L
et /NOILONNA SnoiAZdd @ /NOILONNA 1xaN ()
WSO Ja1se Buikjnuspi o g JoquInN Ueg
WSO anejs Buiknuap 2 o1 T £9<HoaL E9<HOAL
L MMHHW feil
9 Wiee-ald
& | T3
* 7.-_.
5
‘sAe1} Z pue suonds|es § uonoasles ## UONI3I8S uoneId0sSe ploysaly L e
01 SP|OYSAIY} JO UOIRIDOSSY T WIEeE-aid MMZSHW Wiee-dld | gy €C9<HOAL
™ ¥
s1onpoud =B |unod wrepe-aid 1950y
onp Junod Wieje-aid 19say ¢'C’'9<HO3L
pasuadsip Jo 1unod Bumasay s
T
. N, SN,
w.repe-aid ,Jonpoud
Buipus _cm ucmw sw_ss ) w =N = = 2 SploysaIy} 195 swiepe-a1d NSO
1oy .wuoj___uo._n_ 10 EQE.:Z & "W seu jonpoid ploysaiyl 19s & T'¢9<HOAL C¢'9<HO3L
\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\ I S
Wwapou = uid Nd| P NSO
o 0 aUBISSE pod Uig HOIL| o TO<HOIL| o 9<HO3L
Arewwns - nuaw ueIdIuyd9 |

0306 180-02

© by NECTA VENDING SOLUTIONS SpA

56



WIRING DIAGRAM LEGEND

INITIALS |DESCRIPTION INITIALS | DESCRIPTION
CF FILTER CONDENSER

CMO0-9 VENDING MOTOR CAM

D DIODE

EX EXECUTIVE COIN MECH CONNECTO
FA RADIO INTERFERENCE SUPPRESSO
FD PHOTODIODE

FT PHOTOTRANSISTOR

P DOOR SWITCH

LCD LIQUID CRYSTAL DISPLAY

M1-... RELEASE MOTOR

MDB CONNECTOR FOR MDB COIN MECH
MUR COMPRESSOR

MVT FAN

NTC TEMPERATURE PROBE

RS232 SERIAL PORT

RT BALLAST

SOR OUT/R BOARD

SP PUSH-BUTTON BOARD

ST STARTER

SuC C.P.U. BOARD

TR TRANSFORMER

TX.... DELAYED FUSE (X=COURRENT)
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The Manufacturer reserves the right to modify, without prior notice, the characteristics of the equipment described in this
publication; and further declines to accept any responsibility for any inaccuracies contained in this publication which can be
ascribed to printing and/or transcription errors.

All instructions, drawings, tables and information contained in this publication are confidential and can neither be repro-
duced completely or in part, nor be transmitted to third parties without the written permit of the Manufacturer, who has the
sole ownership.

EDITION 0306 CODE: H 180U 02






